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附件 1-1  认可的检测能力范围 

项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

GB/T 5497-1985 

粮食、油料检验水分测定法 
不用 3 法  

GB/T 5009.3-2003 

食品中水分的测定 
不用 2 法  

GB/T 7909-1999造纸木片 只测 3.2.4  

ISO-665-2000 COR-2002油
籽、水分和挥发物含量的测定 

  

1 水分 0232 

GAFTA 2：1-2003 

饲料中水分测定方法 
  

GB/T 5530-2005 

动植物油脂 酸值的酸度测定 
不用 6 法  

ISO 660-2003 动植物油脂-酸
价和酸度的测定 

不用 6 法  2 游离脂肪酸 0232 

AOCS Ca 5a-40-1997 

游离脂肪酸 
  

1 农产品 

3 过氧化值 0232 
GB/T 5538-2005 

动植物油脂 过氧化值测定 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

ISO 3960-2007动物和植物的
脂肪和油 过氧化值的测定 
碘量法（视觉）终点测定 

  

AOCS Cd8-53-1997 

过氧化值,乙酸-氯仿方法 
  

GB/T 18979-2003 

食品中黄曲霉毒素的测定免
疫亲和层析净化高效液相色

谱法和荧光光度法 

不用 3 法  

4 

黄曲霉毒素 

(B1, B2, G1, 

G2, Total) 

0232 

AOAC 991.31-1994 

玉米,花生原料和花生酱中黄
曲霉毒素的测定 

  

5 
外观，色泽，

气味 
0232 

SN/T 0327.2-1994 

出口油炸花生仁检验规程 
  

6 

色泽/外观,

油炸斑点,气
味/口味,质

地,果肉变色 

0232 

TNC SC 14/6（08-01-2007） 

操作规程(中国产花生和脱皮
花生的原材料分析) 

  

7 
气味、口味、

质地 
0232 

TNC SC 20/3（02-02-2007） 

操作规程(带壳花生的分析) 
  

8 油炸斑点 0232 
DB37/T 358-2003 

脱皮花生仁检验规程 
  

GAFTA28:1-2003 

淀粉-旋光仪方法-除甜菜果
肉类的所有饲料 

  

9 淀粉含量 0232 
SN/T 0800.5-1999 

进出口粮食饲料淀粉含量检
验方法 

不用 5.1,5.2

法 
 

GB/T 5515-1985 

粮食油料检验粗纤维素的测
定法 

  

10 粗纤维含量 0232 

GAFTA10:-2003 

饲料中粗纤维的测定 
  

GB/T 5505-1985 

粮食油料检验灰分测定法 
不用 2 法  

11 
酸不溶性灰

分 
0232 GAFTA 13:0-2003 

不溶于盐酸的灰分的测定 

(砂/硅土) 

  

12 赭曲霉毒素 0232 

SN/T1746-2006 

进出口大豆、油菜籽和食用植
物油中赭曲霉 A 的检验方法 

不用 6 法  

1 农产品 

13 木片尺寸 0232 
GB/T 7909-1999 

造纸木片 
只测 3.2.1  
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

GB/T 4789.2-2003 

食品卫生微生物学检验菌落
总数测定 

  

2 食品 1 菌落总数 0110 

ISO 4833:2003(E)微生物学-

微生物计数通用指南 
  

SN 0168-1992出口食品平板
菌落计数 

  

1 菌落总数 0110 
FDA/BAM chapter3:2001细

菌总数 
  

GB/T 4789.3-2003食品卫生
微生物学检验大肠菌群测定 

  

ISO 4832:2006 

微生物学-大肠菌群计数的通
用指南-菌落计数技术 

  

SN 0169-1992出口食品中大
肠菌群，粪大肠菌群和大肠杆

菌检验方法 

  

2 大肠菌群 0110 

FDA/BAM chapter4:2002大
肠菌群埃希氏，和大肠菌群的

计数方法 

  

GB/T 4789.10-2003食品卫生
微生物学检验金黄色葡萄球

菌检验 

  

ISO 6888-1:1999 (2003) 

食品和动物饲料微生物学-凝
固酶阳性葡萄球菌（金黄色葡
萄球菌和其他菌种）计数通用

指南-第一部分：用
Baird-Parker 琼脂检测技术 

  

SN 0172-1992出口食品中金
黄色葡萄球菌的检验方法 

  

3 
金黄色葡萄

球菌 
0110 

FDA/BAM chapter12:2001金
黄色葡萄球菌 

  

GB/T 4789.15-2003食品卫生
微生物学检验霉菌和酵母菌

计数 

  

ISO 7954:1987微生物学-霉
菌和酵母菌计数的通用指导

-25℃时的菌落计数技术 

  
4 

霉菌和酵母
菌 

0110 

FDA/BAM chapter18:2001霉
菌、酵母和毒枝菌素 

  

2 食品 

5 沙门氏菌 0110 
GB/T 4789.4-2003食品卫生
微生物学检验沙门氏菌检验 

不做血清分
型 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

ISO 6579:2002 (2007) 

食品和动物饲料微生物学-沙
门氏菌检测方法通用指南 

不做血清分
型 

 

FDA/BAM chapter5:2007沙
门氏菌 

不做血清分
型 

 

6 志贺氏菌 0110 

GB/T 4789.5-2003 

食品卫生微生物学检验志贺
氏菌检验 

不做血清分
型 

 

7 空肠弯曲菌 0110 

GB/T 4789.9-2003  食品卫
生微生物学检验空肠弯曲菌

检验 

  

GB/T 4789.30-2003 

食品卫生微生物学检验单核
细胞增生李斯特氏菌检验 

不做小鼠毒
力试验 

 

ISO 11290-1:1996(2004) 

食品和动物饲料微生物学-单
核细胞增生李斯特菌检测和
计数的通用指南-第一部分：

检测方法 

ISO 11290-2:1998(2004) 

第二部分：计数方法 

  

SN/T 0184.1-2005出口食品
单核细胞增生李斯特菌检测

方法 

  

8 

单核细胞增
生李斯特氏

菌 

0110 

FDA/BAM chapter10:2003单
核细胞增生李斯特菌 

不做血清分
型 

 

ISO 21528-1 :2004(E)微生物
学-肠杆菌科计数通用指南-

最近似值技术和菌落计数技
术 第一部分:最近似值技术 

ISO 21528-2 :2004(E) 

第二部分:菌落计数技术 

  

9 肠杆菌科 0110 

SN/T 0738-1997出口食品中
肠杆菌科检验方法 

  

10 厌氧硫菌 0110 

ISO 15213:2003(E) 

食品和动物饲料微生物-厌氧
硫菌计数通用指导 

  

2 食品 

11 
产气荚膜梭
状芽孢杆菌 

0110 

ISO 7937:2004(E) 

食品和动物饲料微生物-产气
荚膜梭状芽孢杆菌计数通用

指导 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

GB/T 4789.13-2003食品卫生
微生物学检验产气荚膜菌检

验 

  

SN 0177-1992出口食品中产
气荚膜梭状芽孢杆菌检验方

法 

  

12 嗜热菌芽孢 0110 

SN 0178-1992出口食品中嗜
热菌芽孢（需氧芽孢总数、平
酸芽孢和厌氧芽孢）计数方法 

  

13 霍乱弧菌 0110 
SN/T 1022-2001出口食品中

霍乱弧菌的检测方法 
  

GB/T 4789.14-2003食品卫生
微生物学检验蜡样芽孢杆菌

检验 

  

14 
蜡样芽孢杆

菌 
0110 

ISO 7932:2004食品和动物饲
料微生物-蜡样芽孢杆菌计数

通用指导 

  

GB/T 4789.7-2003食品卫生
微生物学检验副溶血性弧菌

检验 

  

15 
副溶血性弧

菌 
0110 

ISO/TS 21872-1:2007 (2008) 

微生物学-副溶血性弧菌和霍
乱弧菌检测通用指南 

  

GB/T 5009.3-2003食品中水
分的测定 

只用第一法、
第二法 

 

16 水分 0226 
GB/T 5413.8-1997婴幼儿配
方食品和乳品中水分的测定 

  

GB/T 5009.6-2003食品中脂
肪的测定 

只用第二法  

17 脂肪 0226 
GB/T 5413.3-1997婴幼儿配
方食品和乳品中脂肪的测定 

  

18 亚硝酸盐 0226 

GB/T 5009.33-2003 

食品中亚硝酸盐和硝酸盐的
测定 

只用盐酸萘
乙二胺法 

 

19 酸价 0226 

GB/T 5009.37-2003 

食用植物油卫生标准的分析
方法 

只用 4.1  

GB/T 5009.39- 2003酱油卫生
标准的分析方法 

只用 4.3  

2 食品 

20 氯化钠 0226 
GB/T 12457-1990 

食品中氯化钠的测定 

只用 

2 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

21 
挥发性盐基

氮 
0226 

GB/T 5009.44- 2003 

肉与肉制品卫生标准的分析
方法 

只用 4.1  

22 蛋白质 0226 
GB/T 5009.5-2003食品中蛋

白质的测定 

只用 

第一法 
 

22 蛋白质 0226 

GB/T 5413.1-1997婴幼儿配
方食品和乳品中的蛋白质的

检测 

  

23 还原糖 0226 
GB/T 5009.7-2003食品中还

原糖的测定 

只用 

第一法 
 

GB/T 12456-1990食品中总酸
的测定 

只用 3  

24 总酸 0226 
GB/T 5009.41-2003 

食醋卫生标准的分析方法 
只用 4.1  

GB/T 5009.4-2003食品中灰
分的测定 

  

SN/T 0230.2-1993出口脱水
大蒜制品的检验规程 

只用 6.3  25 灰分 0226 

GB/T 5413.7-1997婴幼儿配
方食品和乳品中灰分的测定 

  

GB/T 5009.37-2003 

食用植物油卫生标准的分析
方法 

只用 4.2 第一
法 

 

26 过氧化值 0226 

GB/T 5538-2005动植物油脂
过氧化值的测定 

  

27 组胺 0226 
GB/T 5009.45-2003 

水产品卫生标准的分析方法 
只用 4.4  

28 亚硫酸盐 0226 
GB/T 5009.34-2003食品中亚

硫酸盐的测定 

只用 

第二法 
 

29 磷酸盐 0226 
GB/T 5009.87-2003 

食品中磷的测定 

只用 

第三法 
 

GB 10473-1989 水果和蔬菜
产品中盐酸不溶性灰分的测

定方法 

  

30 
盐酸不溶性

灰分 
0226 

SN/T 0230.2-1993 

出口脱水大蒜制品的检验规
程 

只用 6.3  

31 重金属 0226 

GB/T 5009.74-2003 

食品添加剂中重金属限量试
验 

  

2 食品 

32 总磷 0226 
GB/T 5009.87-2003食品中磷

的测定 
第一法  
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

33 游离脂肪酸 0226 

GB/T 14489.3-1993 

油料中油的游离脂肪酸含量
测定法 

  

34 酸价 0226 

GB/T 5530-2005 

动植物油脂酸价和酸度的测
定 

只用 5  

35 酸度 0226 

GB/T 5413.28-1997 

婴幼儿配方食品和乳品中酸
度的测定 

只用方法一  

1 释放甲醛 0312 

GB/T 2912.2:1998 

纺织品 甲醛的测定 第 2 部
分：释放甲醛（蒸气吸收法） 

ISO 14184.2:1998 

纺织品 甲醛的测定 第 2 部
分：释放甲醛（蒸气吸收法） 

DIN EN ISO 14184.2:1998 

纺织品 甲醛的测定 第 2 部
分：释放甲醛（蒸气吸收法） 

BS EN ISO 14184.2:1998 

纺织品 甲醛的测定 第 2 部
分：释放甲醛（蒸气吸收法） 

AATCC 112：2003 

释放甲醛 密封罐法 

  

BS EN ISO 14184.1:1999 

纺织品 甲醛的测定 第 1 部
分: 游离水解的甲醛(水萃取
法)DIN EN ISO 14184.1:1999 

纺织品 甲醛的测定 第 1 部
分: 游离水解的甲醛(水萃取

法) 

  

2 
游离水解甲

醛 
0312 

ISO 14184.1:1998 

纺织品 甲醛的测定 

第 1 部分: 游离水解的甲醛
(水萃取法)GB/T 2912.1:1998 

纺织品 甲醛的测定 

第 1 部分: 游离水解的甲醛
(水萃取法) 

  

3 纺织品 

3 
甲醛（点测

法） 
0312 

AATCC 94:2002 

甲醛含量的测定-点测法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

4 
水萃取液酸

碱值 
0312 

EN ISO 3071:2006 

纺织品 水萃取液 pH 值的测
定 

DIN EN ISO 3071:2006纺织
品 水萃取液 pH 值的测定 

BS EN ISO 3071:2006 

纺织品 水萃取液 pH 值的测
定 JIS L 1018:1999 

针织面料的酸碱度测试 

JIS L 1096:1999 

机织面料的酸碱度测试 

BS EN ISO 4045:1998 

皮革-PH值的测定 

JIS 1018 只
做 8.50.1 

JIS 1096只做
8.40.1 

 

3 纺织品 4 
水萃取液酸

碱值 
0312 

AATCC 81-2001纺织品 水萃
取液 pH 值的测定 

ISO 3071:2005纺织品 水萃
取液 pH 值的测定 

BS EN1413:1998A.B法纺织
品 水萃取液 pH 值的测定 

DIN EN1413:1998A.B法纺织
品 水萃取液 pH 值的测定 

GB/T7573:2002纺织品 水萃
取液 pH 值的测定 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

5 
断裂强力和
断裂伸长率 

0312 

BS EN ISO 13934.1:1999 
纺织品 织物拉伸性能 第 1
部分: 断裂强力和断裂伸长

率的测定 条样法 BS EN ISO 
13934.2:1999纺织品 织物拉
伸性能 第 2 部分: 断裂强力
的测定 抓样法 DIN EN ISO 
13934.1:1999纺织品 织物拉
伸性能 第 1 部分: 断裂强力
和断裂伸长率的测定 条样法 
DIN EN ISO 13934.2:1999纺
织品 织物拉伸性能 第 2 部
分: 断裂强力的测定 抓样法 

EN ISO 13934.1:1999 
纺织品 织物拉伸性能 第 1
部分: 断裂强力和断裂伸长
率的测定 条样法 EN ISO 

13934.2:1999纺织品 织物拉
伸性能 第 2 部分: 断裂强力

的测定 抓样法 
AS 2001.2.3.1:2001纺织品最
大强力和在最大强力时的伸

长率的测定 条样法 
AS 2001.2.3.2:2001纺织品最
大强力和在最大强力时的伸

长率的测定抓样法
CAN/CGSB-4.2 NO.9.1-M90 
织物拉断裂强力的测定 条样

法 CAN/CGSB-4.2 NO. 
9.2-M90织物拉断裂强力的

测定 抓样法 
GB/T 3923-1:1997纺织品 织
物拉伸性能 第1部分:断裂强

力的测定 条样法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

5 
断裂强力和
断裂伸长率 

0312 

ISO13934-1：1999 

纺织品 织物拉伸性能第 1 部
分: 断裂强力和断裂伸长率

的测定 条样法 ISO13934-2：
1999 纺织品 织物拉伸性能 

第 2 部分: 断裂强力的测定 

抓样法 

ASTM D 5034-95(2001)织物
拉伸断裂强力和伸长的测定

方法（抓样法）ASTM D 

5035-2006 织物拉伸断裂强
力和伸长的测定方法（条样
法）JIS L-1096：1999 机织物

测试法 

  

3 纺织品 

6 撕破强力 0312 

ISO13937-1:2000  纺织品 

织物撕破性能第1部分: 撕破
强力的测定冲击摆锤法 

（埃门多夫) 

ISO13937-2:2000 纺织品 织
物撕破性能 第 2 部分: 撕破
强力的测定 裤形法（单舌法) 

ISO13937-3:2000纺织品 织
物撕破性能 第 3 部分: 撕破
强力的测定 翼形法（单舌法) 

ASTM D 1424-1996（2004） 

冲击摆锤法测定织物撕破性
能 (埃门多夫) JIS 

L-1096:1999  机织物测试法 

BS EN ISO 13937.1:2000 

纺织品 织物撕破性能 第 1

部分: 撕破强力的测定 冲击
摆锤法（埃门多夫) 

DIN EN ISO 13937.1:2000 

纺织品 织物撕破性能 第 1

部分: 撕破强力的测定 冲击
摆锤法（埃门多夫) 

EN ISO 13937.1:2000 

纺织品 织物撕破性能 第 1

部分: 撕破强力的测定 冲击
摆锤法（埃门多夫) 

AS 2001.2.8:2001机织物撕破
性能撕破强力的测定 冲击摆

锤法（埃门多夫) 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

6 撕破强力 0312 

CAN/CGSB-4.2 NO.12.3-94 

织物撕破强力的测定 冲击摆
锤法（埃门多夫) 

BS EN ISO 13937.2:2000纺
织品 织物撕破性能 第 2 部
分: 裤型法撕破强力的测定 

DIN EN ISO 13937.2:2000纺
织品 织物撕破性能 第 2 部
分: 裤型法撕破强力的测定 

EN ISO 13937.2:2000纺织品 

织物撕破性能 第 2 部分: 裤
型法撕破强力的测定 

GB/T 3917.1:1997纺织品 织
物撕破强力性能 第 1 部分撕
破强力的测定 冲击摆锤法 

ASTM D2261:2007 

织物撕破舌型（单边）法撕破
强力的测定 

  

7 表面抗湿性 0312 

BS EN 24920:1992纺织织物
表面抗湿性测定 (沾水试验) 

DIN EN 24920:1992纺织织物 

表面抗湿性测定 (沾水试验) 

EN 24920:1992 

纺织织物 表面抗湿性测定 

(沾水试验)AS 2001.2.16:1987 

纺织织物 表面抗湿性测定 

(沾水试验) 

  

BS EN ISO 12947.2:1999 

纺织品 马丁代尔法测定织物
的耐磨性 终点法 

DIN  EN ISO 12947.2:2007 

纺织品 马丁代尔法测定织物
的耐磨性 终点法 EN ISO 

12947.2:1999纺织品 马丁代
尔法测定织物的耐磨性 终点

法 AS 2001.2.25.2:2006 

纺织品 马丁代尔法测定织物
的耐磨性 终点法 ASTM D 

4966:2004纺织品 马丁代尔
测定织物的耐磨性 

  

3 纺织品 

8 织物耐磨性 0312 

ISO12947-2:1998  纺织品 

马丁代尔法测定织物的耐磨
性 终点法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

BS EN ISO 12945.1:2001 

纺织品 织物表面起毛起球倾
向的测定 起球箱法 

DIN EN ISO 12945.1:2001 

纺织品 织物表面起毛起球倾
向的测定 起球箱法 

EN ISO 12945.1:2000 

纺织品 织物表面起毛起球倾
向的测定 起球箱法 

BS EN ISO 12945.2:2000 

纺织品 织物表面起毛起球倾
向的测定 马丁代尔法 

DIN EN ISO 12945.2:2000 

纺织品 织物表面起毛起球倾
向的测定 马丁代尔法 

EN ISO 12945.2:2000 

纺织品 织物表面起毛起球倾
向的测定 马丁代尔法 

GB/T 4802.2-1997 

纺织品 织物起球试验 马丁
代尔法 

GB/T 4802.3-1997 

纺织品 织物起球试验 起球
箱法 

JIS L 1076: 2006起球箱法 

纺织品起毛起球性测定 

  

3 纺织品 9 
织物起毛起

球性 
0312 

ASTM D4970-2005 

纺织品 抗表面起球和其他变
化的测试方法： 

马丁代尔起毛起球仪 

ASTM D3512-2005  纺织品 

抗表面起球和其他变化的测
试方法：随机滚动起毛起球仪 

ISO12945-1:2000纺织品 第
一部分 织物表面起毛起球倾

向的测定 起球箱法
ISO12945-2:2000 

纺织品 第 2 部分 织物表面
起毛起球倾向的测定 马丁代

尔法 

CAN Method 51.2:1987 

纺织品 抗起毛起球测试 

随机滚动起毛起球仪 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

BS EN 12127:1998 

小样品单位面积织物质量测
试方法 DIN EN 12127:1997 

小样品单位面积织物质量测
试方法 EN 12127:1997 

小样品单位面积织物质量测
试方法 AS 2001.2.13:1987 

织物单位长度质量和单位面
积质量的测定 BS 2471:2005 

织物单位长度质量和单位面
积质量的测定 

ASTM D3887:1996针织面料
的规格特性 JIS L-1096:1999 

织物质量（重量）的测定 

GB/T 4669-1995 

机织物单位长度质量和单位
面积质量的测定 

  

10 织物质量 0312 

ASTM D 3776-96（2002）  单
位面积织物质量（重量）测试

方法 ISO 3801: 1977 

纺织品-机织物单位长度质量
和单位面积质量的测定 

  

BS EN ISO 7211/5: 1984 

纺织品 – 机织物 - 结构分
析方法 - 织物中拆下纱线线

密度的测定 

ASTM D 1059:2001基于短长
度样品纱线支数试验方法 

  

11 
织物纱线线

密度 
0312 

ISO7211-5：1984 

纺织品 – 机织物 - 结构分
析方法 - 织物中拆下纱线线

密度的测定 

  

3 纺织品 

12 织物密度 0312 

BS EN ISO 7211/2: 1984 

纺织品 - 机织物 – 结构分
析方法 – 单位长度纱线根数
的测定 BS EN 1049-2: 1994 

纺织品 - 机织物 – 结构分
析方法 – 单位长度纱线根数
的测定 DIN EN 1049-2: 1994 

纺织品 - 机织物 – 结构分
析方法 – 单位长度纱线根数

的测定 EN 1049-2: 1993 

纺织品 - 机织物 – 结构分 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

12 织物密度 0312 

析方法 – 单位长度纱线根数
的测定 ASTM D 3775:2003 

组织结构-机织物密度的测定 

ASTM D 3887: 1996针织面
料的规格特性 

AS 2001.2.5:1991 

机织物单位长度纱线根数的
测定 AS 2001.2.6:2001 

针织物单位长度的横列和纵
行数的测定 GB/T 4668:1995 

机织物密度的测定 

CAN/CGSB-4.2 No.6:1997 

组织结构-机织物密度的测定 

CAN/CGSB-4.2 No.7:1997 

组织结构-针织物密度的测定 

ISO7211-2：1984 

纺织品 - 机织物 – 结构分
析方法 – 单位长度纱线根数

的测定 

  

BS EN ISO 13938.1:1999 

纺织品 织物顶破性能 第 1

部分: 液压方法测定织物顶
破强力和顶破的延伸 

DIN EN ISO 13938.1:1999 

纺织品 织物顶破性能 第 1

部分: 液压方法测定织物顶
破强力和顶破的延伸 

EN ISO 13938.1:1999 

纺织品 织物顶破性能 第 1

部分: 液压方法测定织物顶
破强力和顶破的延伸 

CAN/CGSB-4.2 

NO.11.1-94:2000 

液压织物胀破强度标准测试
方法 – 薄膜胀破强度测试仪

方法 

  

3 纺织品 

13 
织物胀破强

度 
0312 

ISO13938-1：1999 

纺织品-织物的胀破性能 

第 1 部分：油压法测定织物的
胀破强力和胀破伸长 

ASTM D3786-2001 

膜片法测定纺织品的油压胀
破强力 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

3 纺织品 14 
机织物中纱
线抗滑移性 

0312 

BS EN ISO 13936-1: 2004 
纺织品 机织物接缝纱线抗滑
移性测定方法 部分 1: 定开
口法 DIN EN ISO 13936-1: 
2004纺织品 机织物接缝纱

线抗滑移性测定方法 部分 1: 
定开口法 EN ISO 13936-1: 
2004纺织品 机织物接缝纱

线抗滑移性测定方法 部分 1: 
定开口法 CAN/CGSB-4.2 

NO.32.1-98机织物中纱线抗
滑移性标准测定方法 缝合法 
ISO 13936-2: 2004纺织品 机
织物接缝纱线抗滑移性测定
方法 部分 2: 定负荷口法 
BS EN ISO 13936-2: 2004 

纺织品 机织物接缝纱线抗滑
移性测定方法 部分 2: 定负
荷法 DIN EN ISO 13936-2: 
2004纺织品 机织物接缝纱

线抗滑移性测定方法 部分 2: 
定负荷法 EN ISO 13936-2: 
2004纺织品 机织物接缝纱

线抗滑移性测定方法 部分 2: 
定负荷法 AS 2001.2.22:2006 
机织物接缝纱线抗滑移性测

定方法 
ASTM D434-1995机织物中
纱线抗滑移性标准测定方法 
缝合法 ASTM D1683-2004 

服装用机织布接缝性能的测
试标准 BS 3320：1988机织物
中纱线抗滑移性测定方法 缝
合法 JIS L-1096：1999机织物
测试方法 ISO 13935-1：1999 
纺织品- 织物及制品接缝拉
伸性能-部分 1: 接缝最大断

裂强力的测定 条样法 
ISO 13935-2：1999 

纺织品- 织物及制品接缝拉
伸性能部分 2: 接缝最大断裂

强力的测定 抓样法 ISO 
13936-1: 2004纺织品 机织物
接缝纱线抗滑移性测定方法 

部分 1: 定开口法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

15 

机织物及制
品接缝拉伸

性能 

0312 

BS EN ISO 13935.2: 1999 

纺织品- 织物及制品接缝拉
伸性能部分 2: 接缝最大断裂

强力的测定 抓样法 

DIN EN ISO 13935.2: 1999 

纺织品- 织物及制品接缝拉
伸性能- 部分 2: 接缝最大断

裂强力的测定 抓样法 

EN ISO 13935.2: 1999 

纺织品- 织物及制品接缝拉
伸性能- 部分 2: 接缝最大断

裂强力的测定 抓样法 

AS 2001.2.20:2004 

机织物接缝断裂强力测定方
法

CAN/CGSB-4.2 .32.2-M89:19

97 

机织物接缝断裂强力测定方
法 

  

FZ/T 01057.1~4-2007 

纺织纤维鉴别试验方法 

JIS L1030-1：2006 

纤维制品的混用率实验方法-

第一部分：纤维鉴别 

  

16 定性分析 0312 

AATCC20-2007  成份分析：
定性 

  

3 纺织品 

17 定量分析 0312 

FZ/T 01095-2002 

纺织品 氨纶产品纤维含量的
试验方法 

96/73/EC 

二组份纤维的定量分析 

JIS L1031-2: 2006 

纤维制品的混用率实验方法-

第二部分：纤维混用率 

AS 2001.7-2005 

纺织品测试方法-定量分析 

CAN/CGSB-4.2 No.14:2005 

纤维混纺产品：定量分析 

73/44/EEC 

三组分纤维混纺产品-定量分
析 

ASTM D 629:1999 

纺织品定量分析方法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

17 定量分析 0312 

AATCC20A-2007  成份分
析：定量 BS4407:1988 

纤维混合物的定量分析 

ISO1833:2006 纺织品 双组
分纤维的定量分析 

AS2001.7.3:1983纺织品 第
7.3部分 纤维混合物的定量

分析方法：手拆法 

AS2001.7.10:1983纺织品 第
7.10部分 纤维混合物的定量
分析方法：纤维素纤维和涤纶
双组分纤维（使用 75%的硫
酸）AS2001.7.15:1983  纺织
品 第 7.15部分 纤维混合物
的定量分析方法：纤维素纤维
和羊毛纤维（或绒毛）双组分

纤维（使用 70%的硫酸） 

GB/T2910-1997  纺织品 二
组分纤维混纺产品定量化学

分析方法 GB/T2911-1997  

纺织品 三组分纤维混纺产品
定量化学分析方法 

AATCC20A-2

007 

不做羊绒纤
维、 

棉麻混纺织
物检测 

 

18 吸水性测试 0312 

AATCC 79-2000:漂白织物吸
水性测试 JIS L1907:2004 

纤维制品的吸水性试验方法 

  

19 防锈测试 0312 EN344-1:1993:防锈测试   

20 气味测试 0312 

SNV 195651:1968:纺织品气
味测试(官能检查) 

GB 18401-2003 

纺织品气味的测定方法 

  

3 纺织品 

21 
水洗尺寸变

化率 
0312 

AATCC 150:2003服装尺寸变
化的测定 AS 2001.5.1:1987 

纺织品尺寸变化率的通用要
求 AS 2001.5.4:2005织物和
服装尺寸变化率的测定-自动

洗衣机 CAN/CGSB-4.2 

No.58:2004家用洗涤尺寸变
化率的测定 BS EN ISO 

6330:2001家用洗涤和干燥的
尺寸变化率的测定 

DIN EN ISO 6330:2001 

家用洗涤和干燥的尺寸变化
率的测定 BS EN 25077:1994 

JIS L 1018只
做 

8.58.4 G法 

JIS L 1096 

8.64.4 G法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

家用洗涤和干燥的尺寸变化
率的测定 DIN EN 25077:1994 

家用洗涤和干燥的尺寸变化
率的测定 JIS L 1018:1999 针

织物水洗尺寸变化 

JIS L 1096:1999 机织物水洗
尺寸变化 GB/T 8629-2001 

纺织品 试验用家庭洗涤和干
燥程序 GB/T 8630-2002 

纺织品 洗涤和干燥后尺寸变
化的测定 

JIS L 1018只
做 

8.58.4 G法 

JIS L 1096 

8.64.4 G法 

 

21 
水洗尺寸变

化率 
0312 

ISO 6330: 2000  纺织品 试
验用的家庭洗涤及干燥程序 

ISO 5077: 2007  纺织品 洗
涤和干燥时尺寸变化的测定 

AATCC 135-2004 机织物或
针织物经自动家庭洗涤时尺

寸变化的测定 

  

22 蒸气缩率 0312 

ISO 3005: 1978 

织物经气蒸后尺寸变化的测
定 

BS 4323:1979 

织物经气蒸后尺寸变化的测
定 

  

23 扭曲 0312 

AATCC 179:2004 

经家庭洗涤后织物的歪斜和
服装的扭曲的测定 

ISO 16322-1:2005 

纺织品-洗后扭斜的测定-第
一部分 针织服装纵行扭斜变

化百分率 

ISO 16322-2:2005 

纺织品-洗后扭曲的测定 第
二部分 机织和针织织物 

ISO 16322-3:2005 

纺织品-洗后扭曲的测定 第
二部分 机织和针织服装 

  

3 纺织品 

24 平整度 0312 

AATCC 88B: 2006 

经反复家庭洗涤后接缝平滑
性 

AATCC 124:2001 

经反复家庭洗涤后外观 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

ISO 105 C10:2006耐皂粉或
皂粉和苏打的水洗色牢度 

EN ISO 105 C06:1997 
耐家用和商业洗涤色牢度 
BS EN ISO 105 C06:1997 
耐家用和商业洗涤色牢度 
DIN EN ISO 105 C06:1997 
耐家用和商业洗涤色牢度 
BS EN ISO 105 C10:2007 

耐皂粉或皂粉和苏打的水洗
色牢度 DIN EN ISO 105 

C10:2007耐皂粉或皂粉和苏
打的水洗色牢度 

AS 2001.4.15:2006耐水洗色
牢度 CAN/CGSB-4.2 

No.19.1:1990耐水洗色牢度 
JIS L0844:2005法耐水洗色牢

度 GB/T 3921.1-5:1997 
纺织品  色牢度试验  耐洗

色牢度 GB/T 12490-1990 
纺织品耐家庭和商业洗涤色

牢度试验方法 

  

25 耐洗色牢度 0312 

ISO 105 C06:1994纺织品 色
牢度试验 耐水洗色牢度 

第六部分 耐家庭和商业洗涤
色牢度 AATCC 61-2003 

耐家庭和商业洗涤色牢度 

  

3 纺织品 

26 
耐干洗色牢

度 
0312 

ISO 105 D01:1993 

纺织品-耐干洗色牢度 

BS EN ISO 105 D01:1995 

纺织品-耐干洗色牢度 

EN ISO 105 D01:1995 

纺织品-耐干洗色牢度 

DIN EN ISO 105 D01:1995 

纺织品-耐干洗色牢度 

JIS L 0860 Method B:1996 

纺织品-耐干洗色牢度四氯乙
烯法 AS 2001.4.16:1981; 

纺织品-耐干洗色牢度 

CAN/CGSB-4.2 No.29.1:1997 

纺织品-耐干洗色牢度 

GB/T 5711-1997纺织品 色牢
度试验 耐干洗色牢度 

AATCC 132:2004干洗色牢度 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

EN ISO 105 E01:1996 

耐水色牢度 BS EN ISO 105 

E01:1996耐水色牢度DIN EN 

ISO 105 E01:1996耐水色牢
度 AS 2001.4.E01:2001;耐水

色牢度 CAN/CGSB-4.2 

No.20-M89:2004耐水色牢度 

JIS L 0846:2004耐水色牢度 

GB/T 5713-1997纺织品 色牢
度试验 耐水色牢度 

  

27 耐水色牢度 0312 

ISO 105 E01: 1994纺织品 色
牢度试验 耐水色牢度

AATCC 107-2002  耐水色牢
度 

  

ISO 105 E02 :1994耐海水色
牢度 EN ISO 105 E02:1996 

耐海水色牢度BS EN ISO 105 

E02:1996耐海水色牢度 

DIN EN ISO 105 E02:1996 

耐海水色牢度 AS 

2001.4.E02:2001;耐海水色牢
度 CAN/CGSB-4.2 

No.21-M90:2004;耐海水色牢
度 GB/T 5714-1997纺织品 

色牢度试验 耐水色牢度 

  

28 
耐海水色牢

度 
0312 

AATCC 106-2002 耐海水色
牢度 

  

3 纺织品 

29 
耐氯化水色

牢度 
0312 

ISO 105 E03:1994耐氯化水
色牢度(游泳池氯水) 

BS EN ISO 105 E03:1997 

耐氯化水色牢度(游泳池氯
水)EN ISO 105 E03:1996 

耐氯化水色牢度(游泳池氯
水)DIN EN ISO 105 E03:1996 

耐氯化水色牢度(游泳池氯
水) 

AS/NZS 2001.4.5:1998 

耐氯化水色牢度(游泳池氯
水)CAN/CGSB-4.2 

No.52:1998;耐氯化水色牢度 

GB/T 8433-1998 

纺织品 色牢度试验 耐氯化
水色牢度(游泳池水) 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

EN ISO 105 E04:1996 

耐汗渍色牢度 

BS EN ISO 105 E04:1996 

耐汗渍色牢度 

DIN EN ISO 105 E04:1996 

耐汗渍色牢度 

AS 2001.4.E04:2005 

耐汗渍色牢度 

CAN/CGSB-4.2 

No.23-M90:2004 

耐汗渍色牢度 

JIS L 0848:2004 

耐汗渍色牢度 

GB/T 3922-1995 

纺织品耐汗渍色牢度试验方
法 

  

30 
耐汗渍色牢

度 
0312 

ISO 105 E04: 1994 

纺织品 耐汗渍色牢度试验方
法 

AATCC 15-2002  耐汗渍色
牢度 

  
3 纺织品 

31 
耐光照色牢

度 
0312 

ISO 105 B02:1994 

耐光照色牢度-氙弧灯 

EN ISO 105 B02:2002 

耐光照色牢度-氙弧灯 

BS EN ISO 105 B02:1999 

耐光照色牢度-氙弧灯 

DIN EN ISO 105 B02:2002 

耐光照色牢度-氙弧灯 

AS 2001.4.B02:2001 

耐光照色牢度-氙弧灯 

JIS L 0842:2004 

耐光照色牢度-碳弧灯 

JIS L 0843:2006 

耐光照色牢度-氙弧灯 

GB/T 8427-1998 

纺织品色牢度试验耐人造光
色牢度:氙弧 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

EN ISO 105 X12:2002 

耐摩擦色牢度 

BS EN ISO 105 X12:2002 

耐摩擦色牢度 

DIN EN ISO 105 X12:2002 

耐摩擦色牢度 

AS 2001.4.3:1995; 

耐摩擦色牢度 

CAN/CGSB-4.2 No.22:2004; 

耐摩擦色牢度 

JIS L 0849:2004 

耐摩擦色牢度 

GB/T 3920-1997 

纺织品 色牢度试验  耐摩擦
色牢度 

  

32 
耐摩擦色牢

度 
0312 

ISO 105 X12: 2001（2002) 

纺织品 色牢度试验 耐摩擦
色牢度 

AATCC 8-2004  耐摩擦色牢
度 

  

33 
耐氯漂色牢

度 
0312 

BS EN 20105 N01:1995 

耐次氯酸钠漂白色牢度 

ISO 105 N01:1993 

耐次氯酸钠漂白色牢度 

DIN EN 20105 N01:1995 

耐次氯酸钠漂白色牢度 

EN 20105 N01:1995 

耐次氯酸钠漂白色牢度 

AATCC 188:2003 

家用洗涤中耐次氯酸钠漂白
色牢度 AS 2001.4.11:1982 

耐次氯酸钠漂白色牢度 

GB/T 7069-1997 

耐次氯酸钠漂白色牢度 

  

34 
耐非氯漂色

牢度 
0312 

AATCC 172:2003 

家用洗涤中耐非次氯酸钠漂
白色牢度 

  

3 纺织品 

35 
耐酸斑色牢

度 
0312 

ISO 105 E05:2006耐酸斑色
牢度 BS EN ISO 105 

E05:2006耐酸斑色牢度 

DIN EN ISO 105 E05:2006 

耐酸斑色牢度 EN ISO 105 

E05:2006耐酸斑色牢度 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

36 
耐碱斑色牢

度 
0312 

ISO 105 E06:2006 

耐碱斑色牢度BS EN ISO 105 

E06:2006耐碱斑色牢度 

DIN EN ISO 105 E06:2006 

耐碱斑色牢度 EN ISO 105 

E06:2006耐碱斑色牢度 

  

37 
耐水斑色牢

度 
0312 

ISO 105 E07:1989 

耐水斑色牢度 DIN EN ISO 

105 E07:1997耐水斑色牢度
EN ISO 105 E07:1997 

耐水斑色牢度 AATCC 

104:2004耐水斑色牢度 

  

38 
耐唾液和汗
渍色牢度 

0312 

DIN 53160-1:2002 

色牢度测试-第二部分-耐人
工唾液色牢度 

DIN 53160-2:2002 

色牢度测试-第二部分-耐人
工汗液色牢度 

  

39 
耐光、汗复
合色牢度 

0312 
JIS L 0888:2005 

耐光、汗复合色牢度 

JIS L 0888:只
做 Method B 

 

3 纺织品 

40 
抗污性-抗

油污性 
0312 

AATCC 130:2000 

抗污性-抗油污性测定方法 
  

1 抗压强度 0205 

GB/T17671-1999 

水泥胶砂强度检验方法（ISO

法）EN196-1 :2005水泥检测
方法-第 1 部分：强度的测定

ASTM C109/C109M-05 

水硬性水泥胶砂抗压强度检
验方法（用 2 英寸或 50mm立

方试体） 

  

2 抗折强度 0205 

GB/T17671-1999水泥胶砂强
度检验方法（ISO法）

EN196-1 :2005水泥检测方法
-第 1 部分：强度的测定 

  
4 

水泥/水泥
熟料/水泥

掺合料 

3 凝结时间 0205 

GB/T1346-2001 

水泥标准稠度用水量、凝结时
间、安定性检验方法 

EN196-3 :2005 

水泥检验方法－第 3 部分：凝
结时间和安定性的测定 

ASTM C191-04b 

用维卡仪检测水硬性水泥凝
结时间的检验方法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

4 安定性 0205 

GB/T1346-2001 

水泥标准稠度用水量、凝结时
间、安定性检验方法 

GB/T750-1992水泥压蒸安定
性试验方法 EN196-3 :2005 

水泥检测方法－第 3 部分：凝
结时间和安定性的测定 

ASTM C151-05水硬性水泥
压蒸膨胀试验方法 

  

5 胶砂含气量 0205 

JC/T 601-1995 

水泥胶砂含气量测定方法 

ASTM C185-02水硬性水泥
胶砂含气量测定方法 

  

6 细度 0205 

GB/T1345-2005 

水泥细度检验方法 (筛析法) 

GB/T8074-2008水泥比表面
积测定方法 (勃氏法) 

EN196-6:2005水泥试验方法-

第 6 部分：细度的测定 

ASTM C204-05透气法测定
水硬性水泥细度的试验方法 

  

7 早期凝固性 0205 

JC/T602-1995水泥早期凝固
检验方法 ASTM C451-05 

水硬性水泥早期凝固试验方
法（净浆法） 

  

8 水化热 0205 

GB/T12959-2008 

水泥水化热测定方法 

EN196-8 :2005水泥水化热测
定方法-溶解热法 

ASTM C186-05 

水硬性水泥水化热测定方法  

其中
GB/T12959-2

008 

只做溶解热
法 

 

9 硫酸盐膨胀 0205 

GB/T749-2001 

硅酸盐水泥在硫酸盐环境中
的潜在膨胀性能试验方法 

ASTM C452-06 

暴露在硫酸盐中的硅酸盐水
泥灰浆潜在膨胀性的标准试

验方法 

  

4 

水泥/水泥
熟料/水泥

掺合料 

10 流动度 0205 

GB/T2419-2005 

水泥胶砂流动度测定方法 

ASTM C1437-01 

水硬性水泥胶砂流动度测定
方法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

11 
标准 

稠度 
0205 

GB/T1346-2001 

水泥标准稠度用水量、凝结时
间、安定性检验方法 

EN196-3:2005水泥检测方法
－第 3 部分：凝结时间和安定
性的测定 ASTM C187-04水
硬性水泥标准稠度试验方法 

  

12 密度 0205 

GB/T208-1994 

水泥密度测定方法 

EN196-6:2005水泥试验方法-

第 6 部分：细度的测定 

ASTM C188-95(2003） 

水硬性水泥密度测定方法 

  

13 
氧化钙 

(CaO) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05水硬性水泥
的化学分析试验方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

14 
二氧化硅

(SiO2) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05水硬性水泥
的化学分析试验方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

15 
三氧化二铝 

(Al2O3) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05水硬性水泥
的化学分析试验方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

4 

水泥/水泥
熟料/水泥

掺合料 

16 
三氧化二铁 

(Fe2O3) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05水硬性水泥
的化学分析试验方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

17 
氧化镁
(MgO) 

0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05水硬性水泥
的化学分析试验方法 

EN 196-2:2005水泥试验方法
-第 2 部分：水泥的化学分析 

  

18 
三氧化硫 

(SO3) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

19 烧失量 0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

20 不溶物 0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

21 

碱含量
(Na2O+ 

0.658K2O) 

0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

4 

水泥/水泥
熟料/水泥

掺合料 

22 
硫化物 

(S2-) 
0205 

水泥化学分析方法 

GB/T 176-1996 

水硬性水泥的化学分析试验
方法 

ASTM C114-05 

水泥试验方法-第 2 部分：水
泥的化学分析 

EN 196-2:2005 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

23 
氧化锰 

(MnO) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

24 

游离 

氧化钙 

(f-CaO) 

0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

EN 451-1:2003 

粉煤灰检验方法-游离氧化钙
含量的测定 

  

25 
二氧化钛 

(TiO2) 
0205 

GB/T 176-1996 

水泥化学分析方法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

  

26 

五氧化 

二磷 

(P2O5) 

0205 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

  

27 
氯离子 

(Cl-) 
0205 

JC/T 420-1991 

水泥原料中氯的化学分析方
法 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

28 
二氧化碳 

(CO2) 
0205 

ASTM C114-05 

水硬性水泥的化学分析试验
方法 

EN 196-2:2005 

水泥试验方法-第 2 部分：水
泥的化学分析 

  

4 

水泥/水泥
熟料/水泥

掺合料 

29 

水溶性六价
铬 

(Cr6+) 

0205 

EN 196-10:2006 

水泥试验方法 第十部分：水
泥中水溶性六价铬含量的测

定 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

30 
硅酸三钙 

(C3S) 
0205 

GB/T21372-2008 

硅酸盐水泥熟料 

ASTM C150-2007 

波特兰水泥技术要求 

  

31 
硅酸二钙 

(C2S) 
0205 

GB/T21372-2008 

硅酸盐水泥熟料 

ASTM C150-2007 

波特兰水泥技术要求 

  

32 
铝酸三钙 

(C3A) 
0205 

GB/T21372-2008 

硅酸盐水泥熟料 

ASTM C150-2007 

波特兰水泥技术要求 

  

33 

硅酸三钙和
铝酸三钙 

(C3S + C3A) 

0205 

GB/T21372-2008 

硅酸盐水泥熟料 

ASTM C150-2007 

波特兰水泥技术要求 

  

34 
铁铝酸四钙 

(C4AF) 
0205 

ASTM C150-2007 

波特兰水泥技术要求 
  

4 

水泥/水泥
熟料/水泥

掺合料 

35 含水量 0205 

BS EN 15167-1:2006 

用于混凝土、砂浆和灰浆中的
粒化高炉矿渣粉 第一部分：
定义、要求和评定标准(附录

A) 

  

1 LOI 0203 

YS/T575.21-2007铝土矿石化
学分析方法  重量法测定烧

失量 

  

2 SiO2 0203 

YS/T575.3-2007铝土矿石化
学分析方法  钼蓝光度法测

定二氧化硅量 

  

3 CaO 0203 

YS/T575.7-2007铝土矿石化
学分析方法  火焰原子吸收

光谱法测定氧化钙量 

  

4 MgO 0203 

YS/T575.8-2007 

铝土矿石化学分析方法  火
焰原子吸收光谱法测定氧化

镁量 

  

5 Fe2O3 0203 

YS/T575.4-2007 

铝土矿石化学分析方法  重
铬酸钾滴定法测定三氧化二

铁量 

  

5 铝土矿 

6 Al2O3 0203 

YS/T575.1-2007铝土矿石化
学分析方法  EDTA 滴定法测

定氧化铝量 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

7 TiO2 0203 

YS/T575.6-2007铝土矿石化
学分析方法  二安替吡啉甲
烷光度法测定二氧化钛量 

  

5 铝土矿 

8 水分 0203 

YS/T575.24-2007铝土矿石化
学分析方法  重量法测定分

析样品中的湿存水量 

  

6 镍矿石 1 镍量 0203 

GB/T 15923-1995镍矿石化学
分析方法 火焰原子吸收分光

光度法测定镍量 

  

1 全铁量 0203 

GB/T 6730.5-1986铁矿石化
学分析方法 三氯化钛-重铬

酸钾容量法测定全铁量 

  

2 磷量 0203 

GB/T 6730.19-1986铁矿石化
学分析方法铋磷钼蓝光度法

测定磷量 

  

3 钠量 0203 

GB/T 6730.49-1986铁矿石化
学分析方法原子吸收法测定

钠和钾量 

  

4 钾量 0203 

GB/T 6730.49-1986铁矿石化
学分析方法原子吸收法测定

钠和钾量 

  

5 钴量 0203 

GB/T 6730.52-2004铁矿石化
学分析方法亚硝基-R 盐光度

法测定钴量 

  

6 SiO2 0203 
GB/T 6730.10-1986铁矿石化
学分析方法 重量法测定硅量 

  

7 CaO 0203 

GB/T 6730.14-1986铁矿石化
学分析方法 原子吸收分光光

度法测定钙和镁量 

  

8 MgO 0203 

GB/T 6730.14-1986铁矿石化
学分析方法 原子吸收分光光

度法测定钙和镁量 

  

7 铁矿石 

9 水分 0203 
GB/T 10322.5-2000铁矿石交

货批水分含量的测定 
  

1 总氮含量 0232 

GB/T2441.1-2001尿素测定方
法 总氮含量的测定 

AOAC 955.04(1995) 

  

2 缩二脲 0232 

GB/T2441.2-2001尿素测定方
法 缩二脲含量的测定 分光

光度法 

AOAC 980.04(1995) 

  
8 尿素 

3 水分 0232 
GB/T2441.3-2001尿素测定方
法 水分的测定 卡尔·费林法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

4 铁含量 0232 

GB/T2441.4-2001尿素测定方
法 铁含量的测定 邻菲啰啉

分光光度法 

  

5 碱度 0232 
GB/T2441.5-2001尿素测定方

法 碱度的测定 容量法 
  

6 
水不溶物含

量 
0232 

GB/T2441.6-2001尿素测定方
法 水不溶物的测定 重量法 

  

7 粒度 0232 
GB/T2441.7-2001尿素测定方

法 粒度的测定 筛分法 
  

8 硫酸盐含量 0232 

GB/T2441.8-2001尿素测定方
法 硫酸盐含量的测定 目视

比浊法 

  

9 
亚甲基二脲

含量 
0232 

GB/T2441.9-2001尿素测定方
法 硫酸盐含量的测定 分光

光度法 

  

8 尿素 

10 灰分 0232 
GB2440-2001附录 A 工业用

尿素灰分的测定 重量法 
  

1 外观 0232 
GB 10205-2001磷酸一铵、磷

酸二铵 
  

2 总氮含量 0232 

GB/T 10209.1-2001磷酸一
铵、磷酸二铵中总氮含量测定

(蒸馏后滴定法) 

AOAC 955.04(1995) 

  

3 有效磷 0232 

GB/T 10209.2-2001磷酸一
铵、磷酸二铵中有效磷含量的

测定 

AOAC 960.02(1995); 

AOAC 993:31(2005) 

  

4 水溶磷 0232 

GB/T 10209.2-2001磷酸一
铵、磷酸二铵中水分的测定 

AOAC 977.01(1995) 

  

5 水分 0232 

GB/T 10209.3-2001磷酸一
铵、磷酸二铵中水分的测定 

AOAC 972.01(1995) 

  

9 磷酸一铵 

6 粒度 0232 

GB/T 10209.4-2001 

磷酸一铵、磷酸二铵中粒度的
测定 

  

1 外观 0232 
GB 10205-2001磷酸一铵、磷

酸二铵 
  

10 磷酸二铵 

2 总氮含量 0232 

GB/T 10209.1-2001磷酸一
铵、磷酸二铵中总氮含量测定

(蒸馏后滴定法) 

AOAC 955.04(1995) 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

3 有效磷 0232 

GB/T 10209.2-2001磷酸一
铵、磷酸二铵中有效磷含量的

测定 

AOAC 960.02(1995); 

AOAC 993:31(2005) 

  

4 水溶磷 0232 

GB/T 10209.2-2001磷酸一
铵、磷酸二铵中水分的测定 

AOAC 977.01(1995) 

  

5 水分 0232 

GB/T 10209.3-2001磷酸一
铵、磷酸二铵中水分的测定 

AOAC 972.01(1995) 

  

10 磷酸二铵 

6 粒度 0232 
GB/T 10209.4-2001磷酸一

铵、磷酸二铵中粒度的测定 
  

1 pH值 0323 
JB/T7984.1—1999普通磨料  

pH 值测定方法 
  

2 密度 0323 
JB/T7984.3—2001普通磨料  

密度的测定 
  

3 堆积密度 0323 
JB/T7984.2—1999普通磨料  

粗磨粒堆积密度的测定 
  

4 粒度组成 0323 

GB/T2481—1998固结磨具用
磨料  粒度组成的检测和标
记 GB/T9258.2—2000涂附磨

具用磨料  粒度分析 

  

5 SiC 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

6 SiO2 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

7 CaO 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

8 MgO 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

9 Al2O3 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

11 磨料 

10 Fe2O3 0323 
GB/T3045—2003普通磨料  

碳化硅化学分析方法 
  

1 镀层厚度 0355 

ISO 3497-2000 

金属覆盖层 镀层厚度的测量 

X 射线光谱法 

  

12 仿真首饰 

2 镍释放量 0202 

BS EN 12472:2006 

DINEN 12472:2006 

EN 12472:2005 

涂覆物中镍释放检测用腐蚀
和磨损模拟方法 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及编号
（含年号） 

限制 

范围 
说明 

2 镍释放量 0202 

BS EN1811-1999 

DINEN 1811:1999 

EN 1811:1998 

测定直接和长时间持续与皮
肤接触的产品的镍渗透性用

参考检验方法 

  

CPSC-2005 儿童金属首饰铅
含量和可用性检测标准操作

程序 

  

Canada C02.4-2001 金属消费
品总铅的测定 

  

12 仿真首饰 

3 铅含量 0202 

Canada C08-2000 金属消费
品可溶性铅的测定 
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APPENDIXAPPENDIXAPPENDIXAPPENDIX1111----1111            LIST OF ACCREDITED TESTING LIST OF ACCREDITED TESTING LIST OF ACCREDITED TESTING LIST OF ACCREDITED TESTING SCOPESCOPESCOPESCOPE    
Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

GB/T 5497-1985 Inspection of 

grain and oilseeds methods for 

determination of moisture content 

Except 3  

GB/T 5009.3-2003 Method for 

determination of moisture in foods 
Except 2  

GB/T 7909-1999 

Wood chips for pulp 

Accredited 

only for 

3.2.4 

 

ISO-665-2000 COR-2002 

Oilseeds-Determination of moisture 

and volatile matter content 

  

1 Agriculture 

1 Moisture 0232 

GAFTA 2：1-2003 

Determination of moisture in 

feeding stuff 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

2 
Free fatty 

acid 
0232 

GB/T 5530-2005 

Animal and vegetable fats and oils 

–Determination of acid value and 

acidity 

Except 6  

ISO 660-2003 

Animal and vegetable fats and 

oils-Determination of Acid Value 

and acidity 

Except 6  

2 
Free fatty 

acid 
0232 

AOCS Ca 5a-40-1997 

Free Fatty Acids 
  

GB/T 5538-2005 

Animal and vegetable fats and oils 

–Determination of peroxide value 

  

ISO 3960-2007 Animal and 

vegetable fats and 

oils-Determination of Peroxide 

Value-Iodometric (visual) endpoint 

determination 

  3 
Peroxide 

values 
0232 

AOCS Cd8-53-1997 

Peroxide value, acetic-chloroform 

method 

  

GB/T 18979-2003 

Determination aflatoxins content in 

food- Cleanup by immunoaffinity 

chromatography and determination 

by high-performance liquid 

chromatography and fluorometer 

Except 3  

4 

Aflatoxins 

(B1, B2, G1, 

G2, Total) 

0232 

AOAC 991.31-1994 

Aflatoxins in Corn, Raw Peanuts, 

and Peanut Butter 

  

5 

Appearance， 

Roast color， 

smell 

0232 

SN/T 0327.2-1994 

Rules for the inspection of fried 

groundnut kernels for export 

  

1 Agriculture 

6 

Roast color/ 

Appearance, 

Spots after 

oil roasting, 

Smell/ Taste, 

Texture, 

Flesh 

discoloration 

0232 

TNC SC 14/6（08-01-2007） 

Working instruction (Raw material 

analysis of raw and blanched 

peanuts in origin China) 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

7 
Smell/ Taste, 

Texture 
0232 

TNC SC 20/3（02-02-2007） 

Working instruction  (Analysis of 

in the shell peanuts) 

  

8 
Spots after 

oil roasting 
0232 

DB37/T 358-2003 Inspection of 

Blanched Groundnut Kernels 
  

GAFTA28:1-2003 

Starch-polarimetric method-All 

feeding stuffs except beet pulp types 

  

9 Starch 0232 SN/T 0800.5-1999 

Cereals and feedstuffs for import 

and export –Method for 

determination of starch content 

Except 

5.1 , 5.2 
 

GB/T 5515-1985 Inspection of 

grain and oilseeds Methods for 

determination of crude fibre 

  

10 Crude fibre 0232 

GAFTA10:0-2003 

Crude fibre for feeding stuff 
  

GB/T 5505-1985 

Inspection of grain and oilseeds 

Methods of determination of ash 

content 

Except 2  

11 
Sand and/or 

Silica 
0232 

GAFTA 13:0-2003 

Ash insoluble in hydrochloric acid 

(sand and /or silica) 

  

12 Ochratoxin 0232 

SN/T 1746-2006 

Inspection of ochratoxin A in 

soybean, rapeseed/canola and edible 

vegetable oils for import and export 

Except 6  

1 Agriculture 

13 Woods Size 0232 
GB/T 7909-1999 

Wood chips for pulp 

Accredited 

only for 

3.2.1 

 

GB/T 4789.2－2003 

Microbiological examination of 

food hygiene Detection of aerobic 

bacterial count 

  

ISO 4833:2003(E) Microbiology of 

food and animal feeding 

stuffs-General rules for 

microbiological examinations 

  

2 Food 1 

Aerobic 

bacterial 

count 

0110 

SN 0168-1992 Plate count for 

bacterial colonies in food for export 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

FDA/BAM chapter3:2001 Aerobic 

Plate Count 
  

2 Coliforms 0110 

GB/T 4789.3－2003 

Microbiological examination of 

food hygiene Detection of Coliform 

bacteria 

  

ISO 4832:2006 

Microbiology-General guidance for 

the enumeration of 

coliforms-Colony count technique 

  

SN 0169-1992 Method for 

examination of coliforms, fecal 

coliforms and escherichia coli in 

food for export 

  
2 Coliforms 0110 

FDA/BAM chapter4:2002 

Enumeration of Escherichia coli and 

the Coliforms Bacteria 

  

GB/T 4789.10-2003 

Microbiological examination of 

food hygiene Examination of 

Staphylococcus aureus 

  

ISO 6888-1:1999 (2003) 

Microbiology of food and animal 

feeding stuffs- Horizontal method 

for the enumeration of coagulase 

–positive staphylococci 

(Staphylococcus aureus and other 

species) –part1:Technique using 

Baird-Parker agar medium 

  

SN 0172-1992 

Method for detection of 

staphylococcus aureus in food for 

export 

  

3 

Staphy- 

lococcus 

aureus 

0110 

FDA/BAM chapter12:2001 

Staphylococcus aureus 
  

2 Food 

4 
Molds 

and yeasts 
0110 

GB/T 4789.15-2003 

Microbiological examination of 

food hygiene Enumeration of molds 

and yeasts 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

ISO 7954:1987 

Microbiology-General guidance for 

enumeration of Molds and 

Yeasts-Colony count technique at 

25℃ 

  

FDA/BAM chapter18:2001 Yeast, 

Mold , and Mycotoxins 
  

GB/T 4789.4-2003 

Microbiological examination of 

food hygiene Examination of 

Salmonella 

Except for 

Serological 

typing 

 

ISO 6579:2002 (2007) 

Microbiology of food and animal 

feeding stuffs-Horizontal method 

for the detection of Salmonella spp. 

Except for 

Serological 

typing 

 
5 Salmonella 0110 

FDA/BAM chapter5:2007 

Salmonella 

Except for 

Serological 

typing 

 

6 Shigella 0110 

GB/T 4789.5-2003 

Microbiological examination of 

food hygiene Examination of 

Shigella 

Except for 

Serological 

typing 

 

7 
Campylo-ba

cter jejuni 
0110 

GB/T 4789.9-2003 

Microbiological examination of 

food hygiene Examination of 

Campylobacter jejuni 

  

2 Food 

8 

Listeria 

monocy- 

togenes 

0110 

GB/T 4789.30－2003 

Microbiological examination of 

food hygiene Examination of 

Listeria monocytogenes 

Except for 

Immunoco

mpromised 

Mouse 

Pathogenic

ity test 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

ISO 11290-1:1996 

(2004) 

Microbiology of food and animal 

feeding stuffs-Horizontal method 

for the detection and enumeration of 

Listeria monocytogenes-Part 

1:Detection method 

ISO11290-2:1998(2004) 

Part 2:enumeration method 

  

SN/T 0184.1-2005 

Method for detection of Listeria 

monocytogenes in food for export 

  

FDA/BAM chapter10:2003 

Detection and Enumeration of 

Listeria monocytogenes in Foods 

Except for 

Serological 

typing 

 

ISO 21528-1:2004(E) 

Microbiology-General guidance for 

enumeration of Enterobacteriaceae 

without resuscitation -Colony count 

technique and MPN technique 

Part 1 : MPN technique 

ISO 21528-2:2004(E) 

Part 2:Coloncount technique 

  

9 
Entero-bacte

ria-ceae 
0110 

SN/T 0738-1997 Method for 

detection of Enterobacteriaceae in 

food for export 

  

10 
Sulfite-reduc

ing bacteria 
0110 

ISO 15213:2003(E) 

Microbiology of food and animal 

feeding stuffs-Horizontal method 

for the  enumeration of 

Sulfite-reducing bacteria growing 

under anaerobic conditions 

  

2 Food 

11 
Clostri-dium 

perfrin-gens 
0110 

ISO 7937:2004(E) 

Microbiology of food and 

animal feeding stuffs-Horizontal 

method for the  enumeration of  

Clostridium 

perfringens-Colony-count technique 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

GB/T 4789.13-2003 

Microbiological examination of 

food hygiene Examination of 

Clostridium perfringens 

  

SN 0177-1992 Method for detection 

of Clostridium perfringens in food 

for export 

  

12 

Thermo- 

philic 

bacteria 

0110 

SN 0178-1992 Method for 

Counts of thermophilic 

bacteria(total aerobic,flat-sour and 

anaerobic)in food for export 

  

13 
Vibrio 

cholerae 
0110 

SN/T 1022-2001 Method for 

detection of Vibrio cholerae in food 

for export 

  

14 
Bacillus 

cereus 
0110 

GB/T 4789.14-2003 

Microbiological examination of 

food hygiene Examination of 

Bacillus cereus 

  

14 
Bacillus 

cereus 
0110 

ISO 7932-2004 

Microbiology of food and animal 

feeding stuffs-horizontal method for 

the enumeration of Bacillus 

cereus-Colony-count technique at 

30℃ 

  

GB/T 4789.7-2003 

Microbiological examination of 

food hygiene Examination of Vibrio 

parahaemolyticus 

  

15 

Vibrio 

parahae- 

molyticus 

0110 

ISO/TS 21872-1:2007 (2008) 

Microbiology of food and animal 

feeding stuffs-Horizontal method 

for the detection of potentially 

enteropathogenic vibrio.spp 

Part 1:detection of Vibrio 

parahaemolyticus and Vibrio 

cholerae 

  

2 Food 

16 Moisture 0226 
GB/T 5009.3-2003 

Determination of moisture in food 

Accredited 

only for 

the first 

and second 

method 
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GB/T 5413.8-1997 mike powder 

and formula for foods for infant and 

young children-determination of the 

water content 

  

GB/T 5009.6-2003 Method for 

determination of fat in food 

Accredited 

Only for 

the second 

method 

 

17 Fat 0226 

GB/T 5413.3-1997 mike powder 

and formula for foods for infant and 

young children- determination of fat 

  

18 Nitrite 0226 

GB/T 5009.33-2003 Method for 

determination of nitrite and nitrate 

in food 

Accredited 

only for 

Naphthyl 

ethylenedi

amine 

dihydrochl

oride 

method 

 

19 Acid Value 0226 

GB/T 5009.37-2003 Method for 

analysis of hygienic standard of 

edible oils 

Accredited 

only for 

4.1 

 

20 Salt 0226 

GB/T 5009.39-2003 Method for 

analysis of hygienic standard of 

soybean sauce 

Accredited 

only for 

4.3 

 

20 Salt 0226 
GB/T 12457-1990 Method for 

determination of salt in food 

Accredited 

only for 2 
 

21 TVBN 0226 

GB/T 5009.44-2003 Method for 

analysis of hygienic standard of 

meat and meat products 

Accredited 

only for 

4.1.1 

 

GB/T 5009.5-2003 Determination 

of protein in food 

Accredited 

only for 

the first 

method 

 

22 Protein 0226 
GB/T 5413.1-1997 mike powder 

and formula for foods for infant and 

young children-determination of 

protein 

  

2 Food 

23 
Reducing 

Sugar 
0226 

GB/T 5009.7-2003 Determination 

of reducing sugar in food 

Accredited 

only for 

the first 

method 
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24 Total acidity 0226 
GB/T 12456-1990 Determination of 

Total acidity foods 

Accredited 

only for 3 
 

24 Total acidity 0226 

GB/T 5009.41-2003 

Method for analysis of hygienic 

standard of vinegar 

Accredited 

only for 

4.1 

 

GB/T 5009.4-2003 

Determination of ash in foods 
  

25 Ash 0226 SN/T 0230.2-1993 rules of 

inspection for export dehydrated 

garlic products 

Accredited 

only for 

6.3 

 

25 Ash 0226 

GB/T 5413.7-1997 mike powder 

and formula for foods for infant and 

young children-determination of ash 

  

GB/T 5009.37-2003 Method for 

analysis of hygienic standard of 

edible oils 

Accredited 

only for 

4.2 

 

26 
Peroxide 

value 
0226 

GB/T 5538-2005 animal and 

vegetable fats and oils- 

Determination of peroxide value 

  

27 Histamine 0226 

GB/T 5009.45-2003 

Method for analysis of hygienic 

standard for fish and other aquatic 

precuts 

Accredited 

only for 

4.4 

 

28 Sulfite 0226 
GB/T 5009.34-2003 Determination 

of sulfite in Food 

Accredited 

only for  

the second 

method 

 

29 Phosphate 0226 

GB/T 5009.87-2003 

Determination of phosphorus in 

foods 

Accredited 

only for 

the third 

method 

 

GB 10473-1989 

Fruit and vegetable 

production  Determination of ash 

insoluble in 

Hydrochloric 

  

30 

Ash 

insoluble in 

hydrochloric 

0226 

SN/T 0230.2-1993 rules of 

inspection for export dehydrated 

garlic products 

Accredited 

only for 

6.3 

 

2 Food 

31 
Limit test of 

heavy metals 
0226 

GB/T 5009.74-2003 Method for 

limit test of heavy metals in food 

additives 
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32 
Total 

phosphorus 
0226 

GB/T 5009.87-2003 

Determination of phosphorus in 

foods 

Accredited  

only for 

the first 

method 

 

33 
Free fatty 

acids 
0226 

GB/T 14489.3-1993 Method for 

determination of free fatty acids 

content of oils in Oilseeds 

  

34 Acid value 0226 

GB/T 5530-2005 Animal and 

vegetable fats and oils 

Determination of acid value and of 

acidity 

Accredited 

only for 5 
 

35 
Titratable 

acidity 
0226 

GB/T 5413.28-1997 Milk 

powder-Determination of titratable 

acidity 

Accredited 

only for 

the first 

method 

the 

reference 

mark 

method 
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1 

Released 

Formal- 

dehyde 

0312 

GB/T 2912.2: 1998 

Textile – Determination of 

formaldehyde – part2: released 

formaldehyde (vapour absorption 

method) 

ISO 14184.2: 1998 

Textile –Determination of 

formaldehyde – part2: released 

formaldehyde (vapour absorption 

method) 

BS EN ISO 14184.2: 1998 

Textile –Determination of 

formaldehyde – part2: released 

formaldehyde (vapour absorption 

method) 

DIN EN ISO 14184.2: 1998 

Textile –Determination of 

formaldehyde – part2: released 

formaldehyde (vapour absorption 

method) 

AATCC 112：2003 

Formaldehyde Released from 

fabric, Determination of: Sealed Jar 

Method 

  

2 

Free and 

hydrolyzed 

formal- 

dehyde 

0312 

BS EN ISO 14184.1: 1999 

Textile – Determination of 

formaldehyde – part1: Free and 

hydrolyzed formaldehyde (water 

extraction method) 

DIN EN ISO 14184.1: 1999 

Textile – Determination of 

formaldehyde – part1: Free and 

hydrolyzed formaldehyde (water 

extraction method) 

  

3 Textile 

2 

Free and 

hydrolyzed 

formal- 

dehyde 

0312 

ISO 14184-1:1998 Textiles - Deter 

min ation of Formaldehyde - Part 1: 

Free and Hydrolized Formaldehyde 

(Water Extraction Method) 

GB/T 2912.1—1998 

Textiles - Determination of 

Formaldehyde - Part 1: Free and 

Hydrolized Formaldehyde 

(Water Extraction Method) 
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3 

Formal- 

dehyde (Spot 

test) 

0312 
AATCC 94:2002 

Finishes in Textiles: Identification 
  

4 

pH of the 

Water - 

Extract 

0312 

EN ISO 3071:2006 Textile – 
determination of pH of the aqueous 

extract DIN EN ISO 3071:2006 
Textile – determination of pH of the 

aqueous extract BS EN ISO 
3071:2006 Textile – determination 

of pH of the aqueous extract 
JIS L 1018:1999 Testing method for 

woven fabric JIS L 1096:1999 
Testing method for knitted fabric 

BS EN ISO 4045:1998 
Leather-Determination of PH 

Accredited 

only for 

JIS L1018 

8.50.1  

and JIS 

L1096 

8.40.1 

 

4 

pH of the 

Water- 

Extract 

0312 

AATCC 81-2001 pH of the 
Water-Extract from Wet Processed 

Textiles ISO 3071:2005 
Textiles - Determination of pH of 

the Aqueous Extract BS 
EN1413:1998A.B Textiles - 

Determination of pH of aqueous 
extract DIN EN1413:1998A.B 

Textiles - Determination of pH of 
aqueous extract GB/T 7573—2002 
Textiles - Determination of pH of 

the Aqueous Extract 

  

3 Textile 

5 

Breaking 

forces and 

elongation at 

breaking 

force 

0312 

BS EN ISO 13934.1: 1999 
Textiles -- Tensile properties of 
fabrics Part 1: Determination of 

maximum force and elongation at 
maximum force using the strip 

method BS EN ISO 13934.2: 1999 
Textiles -- Tensile properties of 

fabrics -- Part 2: Determination of 
maximum force using the grab 

method DIN EN ISO 13934.1: 1999 
Textiles -- Tensile properties of 
fabrics Part 1: Determination of 

maximum force and elongation at 
maximum force using the strip 

method DIN EN ISO 13934.2: 1999 
Textiles -- Tensile properties of 

fabrics -- Part 2: Determination of 
maximum force using the grab 

method 
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3 Textile 5 

Breaking 

forces and 

elongation at 

breaking 

force 

0312 

EN ISO 13934.1: 1999 

Textiles -- Tensile properties of 

fabrics Part 1: Determination of 

maximum force and elongation at 

maximum force using the strip 

method EN ISO 13934.2: 1999 

Textiles -- Tensile properties of 

fabrics -- Part 2: Determination of 

maximum force using the grab 

method AS2001.2.3.1-2001 Method 

of test for textiles - part 2.3.1: 

physical tests - determination of 

maximum force and elongation at 

maximum force using the strip 

method AS 2001.2.3.2-2001 

Method of test for textiles - part 

2.3.2: physical tests - determination 

of maximum force using the grab 

method 

ISO 13934-1:1999 

Tensile properties of fabrics Part 1: 

Determination of maximum force 

and elongation at maximum force 

using the strip method 

ISO 13934-2:1999 Textiles - Tensile 

Properties of Fabrics - Part 2: 

Determination of Maximum Force 

and Using the Grab Method 

ASTM D5034 -95(2001) 

Standard Test Method for Breaking 

Strength and Elongation of Textile 

Fabrics (Grab Test) ASTM 

D5035-95(2003) Test Method for 

Breaking Force and Elongation of 

Textile Fabrics (Strip Test) 

JIS L-1096：1999 

Testing Methods for Woven Fabrics 

CAN/CGSB-4.2 NO. 9.1-M90 

Textile Test Methods Breaking 

Strength of Fabrics - Strip Method - 

Constant-Time-to-Break Principle 

CAN/CGSB-4.2 NO. 9.2-M90 

Textile Test Methods Breaking 
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5 

Breaking 

forces and 

elongation at 

breaking 

force 

0312 

Strength of Fabrics - Grab Method - 

Constant-Time-to-Break Principle 

GB/T 3923-1:1997 Textiles -- 

Tensile properties of fabrics Part 1: 

Determination of maximum force 

and elongation at maximum force 

using the strip method 

  

3 Textile 

6 Tear force 0312 

ISO 13937-1:2000 Textiles - Tear 
Properties of Fabrics - Part 

1:Determination of Tear Force 
Using Ballistic Pendulum Method 

(Elmendorf) 
ISO 13937-2:2000 Textiles - Tear 

Properties of Fabrics – Part 2: 
Determination of Tear Force of 
Trouser-Shaped Test Specimens 

(Single Tear Method)ISO 
13937-3:2000 Textiles - Tear 
Properties of Fabrics - Part 3: 

Determination of Tear Force of 
Wing-Shaped Test Specimens 

(Single Tear Method) ASTM D1424 
1996(2004) Standard Test Method 
for Tearing Strength of Fabrics by 
Falling- Pendulum Type (Elmendorf) 

Apparatus JIS L-1096:1999 
Testing Methods for Woven Fabrics 

BS EN ISO 13937.1: 2000 
Textiles - Tear properties of fabrics 
Part 1: Determination of tear force 
using ballistic pendulum method 

(Elmendorf) DIN EN ISO 13937.1: 
2000 Textiles - Tear properties of 

fabrics Part 1: Determination of tear 
force using ballistic pendulum 
method (Elmendorf) EN ISO 
13937.1: 2000 Textiles - Tear 
properties of fabrics Part 1: 

Determination of tear force using 
ballistic pendulum method 

(Elmendorf) AS 2001.2.8:2001 
Methods of Test for Textiles - Part 
2.8: Physical Tests - Determination 
of Tear resistance of woven fabrics 
by the falling-pendulum Elmendorf 

apparatus CAN/CGSB 
-4.2NO.12.3-94 Textile Test 
Methods Tearing Strength - 
Elmendorf Ballistic Method 
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6 Tear force 0312 

BS EN ISO 13937.2:2000 Textiles - 

Tear Properties of Fabrics - Part 1: 

Determination of Tear Force of 

Trouser-Shaped Test Specimens 

(Single Tear Method) 

DIN EN ISO 13937.2:2000 Textiles 

- Tear Properties of Fabrics - Part 1: 

Determination of Tear Force of 

Trouser-Shaped Test Specimens 

(Single Tear Method) 

EN ISO 13937.2:2000 

Textiles - Tear Properties of Fabrics 

- Part 1: Determination of Tear 

Force of Trouser-Shaped Test 

Specimens (Single Tear Method) 

GB/T 3917.1:1997 

Textile Test Methods Tearing 

Strength - Elmendorf Ballistic 

Method 

ASTM D2261-2007 Standard Test 

Method for Tearing Strength of 

Fabrics by the Tongue (Single Rip) 

Procedure 

(Constant-Rate-of-Extension 

Tensile Testing Machine) 

  

3 Textile 

7 

Resistance to 

surface 

wetting 

0312 

BS EN 24920:1992 

Textiles-Determination of 

Resistance to Surface Wetting 

( Spray Test ) of Fabrics 

DIN EN 24920:1992 

Textiles-Determination of 

Resistance to Surface Wetting 

( Spray Test ) of Fabrics 

EN 24920: 1992 

Textiles-Determination of 

ResistancetoSurface Wetting 

( Spray Test ) of Fabrics 

AS 2001.2.16: 1987 

Methods of Test for Textiles - Part 

2.16: Physical Tests - Determination 

of Water Repellency of Textile 

Surfaces - Spray Rating Test 
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BS EN ISO 12947.2: 1999 
Textiles-Determination of the 

abrasion resistance of fabrics by the 
Martindale- Part2: Determination of 

specimen breakdown 
DIN EN ISO 12947.2: 2007 

Textiles-Determination of the 
abrasion resistance of fabrics by the 
Martindale- Part2: Determination of 

specimen breakdown 
EN ISO 12947.2: 1999 

Textiles-Determination of the 
abrasion resistance of fabrics by the 
Martindale- Part2: Determination of 

specimen breakdown 
AS2001.2.25.2-2006 Methods of 
test for textiles Method 2.25.2: 

Physical tests - Determination of the 
abrasion resistance of fabrics by the 
Martindale method - Determination 
of specimen ASTM D 4966:2004 

Standard Test Method for Abrasion 
Resistance of Textile Fabrics 

(Martindale Abrasion Tester Method) 

  

8 

Aabrasion 

resistance of 

fabrics 

0312 

ISO 12947-2:1998 
Textiles - Determination of the 

Abrasion Resistance of Fabrics by 
the Martindale Method – Part 2: 

Determination of Specimen 
Breakdown 

  

3 Textile 

9 
Pilling of 

fabrics 
0312 

BS EN ISO 12945.1: 2001 
Textiles-Determination of fabric 

propensity to surface fuzzing and to 
pilling-Part 1: Pilling box method 

DIN EN ISO 12945.1: 2001 
Textiles-Determination of fabric 

propensity to surface fuzzing and to 
pilling-Part 1: Pilling box method 

EN ISO 12945.1: 2000 
Textiles-Determination of fabric 

propensity to surface fuzzing and to 
pilling-Part 1: Pilling box method 

BS EN ISO 12945.2:2000 Textiles - 
Determination of Fabric Propensity 
to Surface Fuzzing and to Pilling - 

Part 2: Modified Martindale Method 
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3 Textile 9 
Pilling of 

fabrics 
0312 

DIN EN ISO 12945.2:2000 Textiles 

- Determination of Fabric 

Propensity to Surface Fuzzing and 

to Pilling - Part 2: Modified 

Martindale Method 

EN ISO 12945.2:2000 Textiles - 

Determination of Fabric Propensity 

to Surface Fuzzing and to Pilling - 

Part 2: Modified Martindale Method 

GB/T 4802.2:1997 

Textiles - Determination of Fabric 

Propensity to Surface Fuzzing and 

to Pilling - Martindale Method 

GB/T 4802.3:1997 

Textiles - Determination of Fabric 

Propensity to Surface Fuzzing and 

to Pilling – Pilling box Method 

JIS L1076: 2006 

Testing methods for pilling of 

woven fabrics and knitted fabrics 

ASTM D4970-2005 

Standard Test Method for Pilling 

Resistance and Other Related 

Surface Changes of Textiles 

Fabrics: Martindale Tester 

ASTM D3512-2005 

Standard Test Method for Pilling 

Resistance and Other Related 

Surface Changes of Textile Fabrics: 

Random Tumble Pilling Tester ISO 

12945-1:2000 

Textiles - Determination of fabric 

propensity to surface fuzzing and to 

pilling. Pilling box method ISO 

12945-2:2000 

Textiles - Determination of Fabric 

Propensity to Surface Fuzzing and 

to Pilling - Part 2: Modified 

Martindale Method 

CAN Method 51.2:1987 Textile 

Test Methods Resistance to Pilling - 

Random Tumble Pilling Tester 
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10 
Fabric 

weight 
0312 

BS EN 12127:1998 Textiles - 

Fabrics - Determination of Mass per 

Unit Area Using Small Samples 

DIN EN 12127:1997 Textiles - 

Fabrics - Determination of Mass per 

Unit Area Using Small Samples 

EN 12127:1997 Textiles - Fabrics - 

Determination of Mass per Unit 

Area Using Small Samples 

AS 2001.2.13:1987 Methods of Test 

for Textiles - Part 2.13: Physical 

Tests - Determination of Mass per 

Unit Area and Mass per Unit Length 

of Fabrics BS 2471:2005 Methods 

of Test for Textiles - Woven Fabrics 

- Determination of Mass per Unit 

Length and Mass per Unit Area 

ASTM D3887:1996 Standard 

Specification for Tolerances for 

Knitted Fabrics JIS L-1096:1999 

Textiles - Fabrics - Determination 

of Mass per Unit Area Using Small 

Samples GB/T 4669-1995 

Determination of Mass per Unit 

Area and Mass per Unit Length of 

Fabrics 

ASTM D3776-96(2002) 

Standard Test Method for Mass Per 

Unit Area (Weight) of Fabric 

ISO 3801:1977 

Textiles - Woven Fabrics - 

Determination of Mass per Unit 

Length and Mass per Unit Area 

  

3 Textile 

11 

Linear 

density of 

yarn 

removed 

from fabric 

0312 

BS EN ISO 7211-5:1984 

Textiles - Woven Fabrics - 

Construction - Methods of Analysis 

- Part 5: Determination of Linear 

Density of Yarn Removed from 

Fabric 

ASTM D 1059:2001 

Test method for yarn number based 

on short -length specimens1 
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11 

Linear 

density of 

yarn 

removed 

from fabric 

0312 

ISO 7211-5:1984 

Textiles - Woven Fabrics - 

Construction - Methods of Analysis 

- Part 5: Determination of Linear 

Density of Yarn Removed from 

Fabric 

  

3 Textile 

12 

Number of 

threads per 

unit length 

0312 

BS EN ISO 7211/2: 1984 

Textile – woven fabrics – 

construction – methods of analysis 

– part 2: determination of number of 

threads per unit length 

BS EN 1049-2:1994 Textiles - 

Woven Fabrics - Construction - 

Methods of Analysis Part 2: 

Determination of Number of 

Threads Per Unit Length 

DIN EN 1049-2:1994 Textiles - 

Woven Fabrics - Construction - 

Methods of Analysis Part 2: 

Determination of Number of 

Threads Per Unit Length 

EN 1049-2:1993 Textiles - Woven 

Fabrics - Construction - Methods of 

Analysis Part 2: Determination of 

Number of Threads Per Unit Length 

ASTM D 3775:2003Standard test 

method for warp end count and 

filling pick count of woven fabric1 

ASTM D3887: 1996 

Standard Specification for 

Tolerances for Knitted Fabrics 

AS 2001.2.5:1991 Methods of Test 

for Textiles - Part 2.5: Physical 

Tests - Determination of the 

Number of Threads per Unit Length 

in Woven Fabric 

AS 2001.2.6:2001 Methods of Test 

for Textiles - Part 2.6: Physical 

Tests - Determination of the 

Number of Wales and Courses per 

Unit Length in Knitted Fabric 

GB/T 4668-1995 Textiles - Woven 

Fabrics - Construction Methods 
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CAN/CGSB-4.2No.6:1997Textile 

Test Methods Textiles - Woven 

Fabrics - Construction - Methods of 

Analysis - Part 2: Determination of 

Number of Threads Per Unit Length 

CAN/CGSB-4.2No.7:1997Textile 

Test Methods Knitted Fabric Count 

- Wales and Courses per Centimetre 

  

12 

Number of 

threads per 

unit length 

0312 

ISO 7211-2:1984 

Textiles - Woven Fabrics - 

Construction - Methods of Analysis 

- Part 2: Determination of Number 

of Threads per Unit Length 

  

BS EN ISO 13938-1:1999 

Textiles-bursting properties of 

fabrics- part 1: Hydraulic method 

for determination of bursting 

strength and bursting distension 

DIN EN ISO 13938-1:1999 

Textiles-bursting properties of 

fabrics- part 1: Hydraulic method 

for determination of bursting 

strength and bursting distension 

EN ISO 13938-1:1999 

Textiles-bursting properties of 

fabrics- part 1: Hydraulic method 

for determination of bursting 

strength and bursting distension 

  

CAN/CGSB-4.2 

NO.11.1-94:2000 Textile Test 

Methods Bursting Strength - 

Diaphragm Pressure Test 

  

3 Textile 

13 

Bursting 

strength of 

textile fabric 

0312 

ISO 13938-1:1999 

Textiles - Bursting properties of 

fabrics - Part 1: Hydraulic method 

for determination of bursting 

strength and bursting distension 

ASTM D3786-2001 

Standard test method for hydraulic 

bursting strength of textile 

fabric-diaphragm bursting strength 

tester method 
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3 Textile 14 

Slippage of 

yarns in 

woven 

fabrics: seam 

method 

0312 

BS EN ISO 13936-1: 2004 Textiles 

- Determination of the slippage 

resistance of yarns at a seam in 

woven fabrics- Part 1: Fixed 

opening method 

DIN EN ISO 13936-1: 2004 

Textiles - Determination of the 

slippage resistance of yarns at a 

seam in woven fabrics- Part 1: 

Fixed opening method 

EN ISO 13936-1: 2004 Textiles - 

Determination of the slippage 

resistance of yarns at a seam in 

woven fabrics- Part 1: Fixed 

opening method 

CAN/CGSB-4.2 NO.32.1-98 

Textile Test Methods Resistance of 

Woven Fabrics to Seam Slippage 

ISO 13936-2:2004 

Textile - Determination of the 

slippage resistance of yarns at a 

seam in woven fabrics- part1: Fixed 

load method 

BS EN ISO 13936-2:2004 Textile - 

Determination of the slippage 

resistance of yarns at a seam in 

woven fabrics- part1: Fixed load 

method 

DIN EN ISO 13936-2:2004 Textile 

- Determination of the slippage 

resistance of yarns at a seam in 

woven fabrics- part1: Fixed load 

method 

EN ISO 13936-2:2004 Textile - 

Determination of the slippage 

resistance of yarns at a seam in 

woven fabrics- part1: Fixed load 

method 

AS 2001.2.22-2006 Methods of test 

for textiles Method 2.22: Physical 

tests - Determination of yarn 

slippage in woven fabric at a 

standard stitched seam 
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14 

Slippage of 

yarns in 

woven 

fabrics: seam 

method 

0312 

ASTM D434 -1995 Standard Test 

Method for Resistance to Slippage 

of Yarns in Woven Fabrics Using a 

Standard Seam ASTM D1683-2004  

Standard Test Method for Failure in 

Sewn Seams of Woven Apparel 

Fabrics BS 3320:1988 Method for 

the Determination of Slippage 

Resistance of Yarns in Woven 

Fabrics: Seam Method 

JIS L-1096:1999 Testing Methods 

for Woven Fabrics 

ISO 13935-1:1999 Textiles - Seam 

Tensile Properties of Fabrics and 

Made-Up Textile Articles - Part 1: 

Determination of Maximum Force 

to Seam Rupture Using the Strip 

Method ISO 13935-2:1999 

Textiles - Seam Tensile Properties 

of Fabrics and Made-Up Textile 

Articles - Part 2: Determination of 

Maximum Force to Seam Rupture 

Using the Grab Method 

ISO 13936-1:2004 

Textiles. Determination of the 

slippage resistance of yarns at a 

seam in woven fabrics. Fixed seam 

opening method 

  

3 Textile 

15 

Seam tensile 

properties of 

fabrics and 

made-up 

textile 

articles 

0312 

BS EN ISO 13935.2: 1999 Textiles- 

Seam Tensile Properties of Fabrics 

and Made-up Textiles Articles- Part 

2: Determination of maximum force 

to seam rupture using the grab 

method DIN EN ISO 13935.2: 1999 

Textiles- Seam Tensile Properties of 

Fabrics and Made-up Textiles 

Articles- Part 2: Determination of 

maximum force to seam rupture 

using the grab method 

EN ISO 13935.2: 1999 Textiles- 

Seam Tensile Properties of Fabrics 

and Made-up Textiles Articles- Part 

2: Determination of maximum force 
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15 

Seam tensile 

properties of 

fabrics and 

made-up 

textile 

articles 

0312 

to seam rupture using the grab 

method 

AS 2001.2.20-2004 Methods of Test 

for Textiles - Part 2.20: Physical 

Tests - Determination of Seam 

Breaking Force CAN/CGSB-4.2 

NO.32.2-M89:1997 Textile Test 

Methods Breaking Strength of 

Seams in Woven Fabrics 

  

FZ/T 01057.1~4-2007 

Test method for identification of 

textile fibres 

JIS L1030-1：2006 

Testing Methods For Quantitative 

Analysis Of Fiber Mistures—Part 1: 

Testing Methods For Fiber 

Indentification 

  

16 

Fiber 

Analysis: 

Qualitative 

0312 

AATCC 20-2007 Fiber Analysis: 

Qualitative 
  

3 Textile 

17 

Quantitive 

Analysis Of 

Fibre 

Mixtures Of 

Textiles 

0312 

FZ/T 01095-2002 

Textile-Test method of elastane 

fibre content 

96/73/EC Quantitative analysis of 

binary textile Fiber mixtures 

JIS L1031-2: 2006 

Testing Methods For Quantitive 

Analysis Of Fibre Mixtures Of 

Textiles - Part 2: Testing Methods 

For Quantitive Analysis Of Fibre 

Mixtures 

AS 2001.7-2005 

Methods of test for textiles - 

Quantitative analysis of fibre 

mixtures CAN/CGSB-4.2 

No.14:2005 

Quantitative analysis of Fiber 

mixtures 73/44/EEC 

Quantitative analysis of Ternary 

textile Fiber mixtures 

ASTM D 629:1999 

Standard Test methods for 

quantitative analysis of textiles 
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17 

Quantitive 

Analysis Of 

Fibre 

Mixtures Of 

Textiles 

0312 

AATCC 20A-2007 Fiber Analysis: 

Quantitative BS4407:1988 

Quantitative Analysis of Fiber 

Mixtures ISO 1833:2006 

Textiles - Binary Fibre Mixtures - 

Quantitative Chemical Analysis 

GB/T 2910—1997 Textilew-Binary 

Fiber Mixtures-Quantitative 

Chemical Analysis 

GB/T 2911—1997 Textilew-Ternary 

Fiber Mixtures- Quantitative 

Chemical Analysis 

AS2001.7.3:1983 Methods of Test 

for Textiles - Part 7.3: Quantitative 

Analysis of Fibre Mixtures – 

Manual Seperation 

AS2001.7.10:1983 Methods of Test 

for Textiles - Part 7.10: Quantitative 

Analysis of Fibre Mixtures - Binary 

Mixtures of Certain Cellulose 

Fibres with Polyester (Method 

Using Sulphuric Acid 75 Percent 

m/m) AS2001.7.15:1983 

Methods of Test for Textiles - Part 

7.15: Quantitative Analysis of Fibre 

Mixtures - Binary or Mixtures of 

Certain Cellulose Fibres and Wool 

or Hair (Method Using Sulphuric 

Acid 70 Percent m/m) 

AATCC 

20A-2007 

Except for 

below 

fibers: 

Cashmere, 

cotton and 

flax 

 

18 

Water 

Solution 

Resistance 

Test 

0312 

AATCC 79-2000 

Absorbency of Bleached Textiles 

JIS L1907:2004 

Byreck Method 

  

19 
Corrosion 

resistance 
0312 

EN344-1:1993 

Determination of corrosion 

resistance 

  

3 Textile 

20 Smell 0312 

SNV 195651:1968 

Textiles:Determination of the smell 

development of equipment(sense 

check) 

GB 18401-2003 

Textiles:Determination of the smell 
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3 Textile 21 
Dimensional 

Changes 
0312 

AATCC 150:2003 Dimensional 
Changes in Automatic Home 

Laundering of Garments 
AS 2001.5.1:1987 Methods of Test 
for Textiles - Part 5.1: Dimensional 

Change - General Requirements 
AS 2001.5.4:2005 Methods of Test 
for Textiles - Part 5.4: Dimensional 

Change - Determination of 
Dimensional Change in Laundering 
of Textile Fabrics and Garments - 

Automatic Machine Method 
CAN/CGSB-4.2 No.58:2004 

Textile Test Methods Colourfastness 
and Dimensional Change in 

Domestic Laundering of Textiles 
BS EN ISO 6330:2001 

Textiles - Domestic washing and 
drying procedures for textile testing 
DIN EN ISO 6330:2001 Textiles - 

Domestic washing and drying 
procedures for textile testing 
BS EN 25077:1994 Textiles- 

Determination of Dimensional 
Change in Washing and Drying 
DIN EN 25077:1994 Textiles; 
determination of dimensional 
change in washing and drying 

JIS L1018:1999 Testing methods 
for cotton fiber JIS L1096: 1999 

Testing methods for woven fabrics 
GB/T 8629-2001 Textiles - 

Domestic washing and drying 
procedures for textile testing 
GB/T 8630-2002 Textiles- 

Determination of Dimensional 
Change in Washing and Drying 

ISO 6330:2000  Textiles-Domestic 
Washing and Drying Procedures for 

Textile Testing ISO 5077:2007  
Textiles - Determination of 

Dimensional Change in Washing 
and Drying AATCC 135-2004 

Dimensional Changes in Automatic 
Home Laund -ering of Woven and 

Knit Fabrics 

Accredited 

only for 

JIS L1018 

8.58.4 

method G  

and JIS 

l1096 

8.64.4 

method G 
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22 Free- Steam 0312 

ISO 3005: 1978 Textiles - 
Determination of Dimensional 
Change of Fabrics Induced by 

Free-Steam BS 4323:1979 
Determination of Dimensional 

Change of Fabrics Induced by Free 
Steam 

  

23 Skewness 0312 

AATCC 179:2004 Skewness 
Change in Fabric and Garment 

Twist Resulting from Automatic 
Home Laundering 

ISO 16322-1:2005 Textiles - 
Determination of spirality after 

laundering - Part 1: Percentage of 
wale spirality change in knitted 

garments ISO 16322-2:2005 
Textiles - Determination of spirality 
after laundering - Part 2: Woven and 
knitted fabrics ISO 16322-3:2005 

Textiles - Determination of spirality 
after laundering - Part 3: Woven and 

knitted garments 

  

24 Appearance 0312 

AATCC 88B:2006 Smoothness of 
Seams in Fabrics After Repeated 

Home Laundering 
AATCC 124:2001 

Appearance of Fabrics After 
Repeated Home Laundering 

  
3 Textile 

25 

Colour 

Fastness to 

washing 

0312 

ISO 105 C10:2006 Textiles - Tests 
for Colour Fastness - Part C10: 

Colour Fastness to washing with 
soap or soap and soda EN ISO 105 

C06:1997 Color fastness tp 
domestic and commercial 

laundering BS EN ISO 105 
C06:1997 Textiles - Tests for colour 
fastness - Part C06: Colour fastness 

to domestic and commercial 
laundering DIN EN ISO 105 

C06:1997 Textiles - Tests for colour 
fastness - Part C06: Colour fastness 

to domestic and commercial 
laundering BS EN ISO 105 

C10:2007 Textiles - Tests for 
Colour Fastness - Part C10: Colour 
Fastness to washing with soap or 
soap and soda DIN EN ISO 105 

C10:2007 Textiles - Tests for 
Colour Fastness - Part C10: Colour 
Fastness to washing with soap or 

soap and soda soda 
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AS 2001.4.15:2006 

Methods of test for textiles Method 

4.15: Colourfastness tests - 

Determination of colourfastness to 

washing 

CAN/CGSB-4.2 No.19.1:1990 

Textile Test Methods Colourfastness 

to Washing - Accelerated Test - 

Launder-Ometer 

JIS L0844:2005 

Test methods for colour faxtness to 

washing and launding 

GB/T 3921.1~5-1997 

Methods of test for textiles Method: 

Colourfastness tests - Determination 

of colourfastness to washing 

GB/T 12490-1990 

Textiles - Tests for colour fastness: 

Colour fastness to domestic and 

commercial laundering 

  

25 

Colour 

Fastness to 

washing 

0312 

ISO 105 C06:1994 Textiles - Tests 

for Colour Fastness- Part C06: 

Colour Fastness to Domestic and 

Commercial Laundering 

AATCC 61-2003 

Colorfastness to Laundering, Home 

and Commercial: Accelerated 

  

3 Textile 

26 

Colour 

Fastness to 

Dry 

Cleaning 

0312 

ISO 105 D01:1993 Textiles - Tests 

for Colour Fastness - Part D01: 

Colour Fastness to Dry Cleaning 

BS EN ISO 105 D01:1995 

Textiles - Tests for Colour Fastness 

- Part D01: Colour Fastness to Dry 

Cleaning EN ISO 105 D01:1995 

Textiles - Tests for colour fastness - 

Part D01: Colour fastness to dry 

cleaning DIN EN ISO 105 

D01:1995 Textiles - Tests for colour 

fastness - Part D01: Colour fastness 

to dry cleaning 

JIS L 0860 Method B:1996 

Test Methods for Colour Fastness to 

Dry Cleaning 
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26 

Colour 

Fastness to 

Dry 

Cleaning 

0312 

AS 2001.4.16:1981; 

Methods of Test for Textiles - Part 

4.16: Colourfastness Tests - 

Determination of Colourfastness to 

Dry Cleaning Solvents 

CAN/CGSB-4.2 No.29.1:1997 

Textile Test Methods Colourfastness 

to Dry Cleaning Solvent 

GB/T 5711-1997 

Tests for Colour Fastness - Colour 

Fastness to Dry-Cleaning Solutions 

AATCC 132:2004 

Colorfastness to Drycleaning 

  

EN ISO 105 E01:1996 

Textiles - Tests for Colour Fastness 

- Part E01: Colour Fastness to 

Water BS EN ISO 105 E01:1996 

Textiles - Tests for Colour Fastness 

- Part E01: Colour Fastness to 

Water 

DIN EN ISO 105 E01:1996 

Textiles - Tests for colour fastness - 

Part E01: Colour fastness to water 

AS 2001.4.E01:2001; 

Methods of Test for Textiles - Part 

4.E01: Colourfastness Tests - 

Determination of Colourfastness to 

Water 

CAN/CGSB-4.2 No.20-M89:2004; 

Textile Test Methods Colourfastness 

to Water 

JIS L 0846:2004 

Test Method for Colour Fastness to 

Water 

GB/T 5713-1997 

Test Method for Colour Fastness to 

Water 

  

3 Textile 

27 

Colour 

Fastness to 

Water 

0312 

ISO 105 E01:1994 

Textiles - Tests for Colour Fastness 

- Part E01: Colour Fastness to 

Water 

AATCC 107-2002 Colorfastness to 

Water 
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ISO 105 E02:1994 Textiles - Tests 

for Colour Fastness - Part E02: 

Colour Fastness to Sea Water EN 

ISO 105 E02:1996 Textiles - Tests 

for Colour Fastness - Part E02: 

Colour Fastness to Sea WaterBS EN 

ISO 105 E02:1996 Textiles - Tests 

for Colour Fastness - Part E02: 

Colour Fastness to Sea Water 

DIN EN ISO 105 E02:1996 

Textiles - Tests for colour fastness - 

Part E02: Colour fastness to sea 

water AS 2001.4.E02:2001; 

Methods of Test for Textiles - Part 

4.E02: Colourfastness Tests - 

Determination of Colourfastness to 

Seawater CAN/CGSB-4.2 

No.21-M90:2004; Textile Test 

Methods Colourfastness to Sea 

Water GB/T 5714-1997 Textile Test 

Methods Colourfastness to Sea 

Water 

  

28 

Colour 

Fastness to 

Sea Water 

0312 

AATCC 106-2002 

Colorfastness to Water Sea 
  

3 Textile 

29 

Colour 

Fastness to 

Chlorinated 

Water 

0312 

ISO 105 E03:1994 Textiles - Tests 

for Colour Fastness - Part E03: 

Colour Fastness to Chlorinated 

Water (Swimming-Pool Water) 

BS EN ISO 105 E03:1997 Textiles - 

Tests for Colour Fastness - Part 

E03: Colour Fastness to Chlorinated 

Water (Swimming-Pool Water) 

EN ISO 105 E03:1996 Textiles - 

Tests for Colour Fastness - Part 

E03: Colour Fastness to Chlorinated 

Water (Swimming-Pool Water) 

DIN EN ISO 105 E03:1996 Textiles 

- Tests for colour fastness - Part 

E03: Colour fastness to chlorinated 

water (swimming-pool water) 

AS/NZS 2001.4.5:1998 Methods of 

Test for Textiles - Part 4.5: 

Colourfastness Tests - 
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29 

Colour 

Fastness to 

Chlorinated 

Water 

0312 

Determination of Colourfastness to 

chlorinated swimming 

CAN/CGSB-4.2 No.52:1998; 

Textile Test Methods Color Fastness 

to Chlorinated Water 

GB/T 8433-1998 

Textiles - Tests for Colour Fastness 

- Part E03: Colour Fastness to 

Chlorinated Water (Swimming-Pool 

Water) 

  

EN ISO 105 E04:1996 

Textiles - Tests for Colour Fastness 

- Part E04: Colour Fastness to 

Perspiration 

BS EN ISO 105 E04:1996 

Textiles - Tests for Colour Fastness 

- Part E04: Colour Fastness to 

Perspiration 

DIN EN ISO 105 E04:1996 

Textiles - Tests for Colour Fastness 

- Part E04: Colour Fastness to 

Perspiration 

AS 2001.4.E04:2005 

Methods of Test for Textiles - 

Method 4.E04: Colourfastness tests 

- Determination of colourfastness to 

perspiration 

CAN/CGSB-4.2 No.23-M90:2004; 

Textile Test Methods Colourfastness 

to Perspiration 

JIS L 0848:2004 

Test Method for Colour Fastness to 

Perspiration 

GB/T3922-1995 

Test Method for Colour Fastness to 

Perspiration 

  

3 Textile 

30 

Colour 

Fastness to 

Perspiration 

0312 

ISO 105 E04:1994 

Textiles - Tests for Colour Fastness 

- Part E04: Colour Fastness to 

Perspiration 

AATCC 15-2002 

Colorfastness to Perspiration 
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31 

Colour 

fastness to 

light 

0312 

ISO 105 B02:1994 Textiles- Tests 
for colour fastness- Part B02: 

Colour fastness to artificial light: 
Xenon arc fading lamp test 

EN ISO 105 B02:2002 Textiles- 
Tests for colour fastness- Part B02: 
Colour fastness to artificial light: 

Xenon arc fading lamp test 
BS EN ISO 105 B02:1999 Textiles - 
Tests for colour fastness- Part B02: 
Colour fastness to artificial light: 

Xenon arc fading lamp test 
DIN EN ISO 105 B02:2002 

Textiles- Tests for colour fastness- 
Part B02: Colour fastness to 

artificial light: Xenon arc fading 
lamp test AS 2001.4.B02:2001; 

Methods of Test for Textiles - Part 
4.B02: Colourfastness Tests - 

Colourfastness to Artificial Light: 
Xenon Arc Fading Lamp Test 

JIS L 0842:2004 Test methods for 
colour fastness to Carbon arc lamp 
light JIS L 0843-2006 Test methods 

for colour fastness to xenon arc 
lamp light GB/T 8427-1998 

Colour fastness to artificial light: 
Xenon arc fading lamp test 

  

3 Textile 

32 

Colour 

Fastness to 

Rubbing 

0312 

EN ISO 105 X12:2002 Textiles - 
Tests for Colour Fastness - Part 

X12: Colour Fastness to Rubbing 
BS EN ISO 105 X12:2002 Textiles 
- Tests for Colour Fastness - Part 
X12: Colour Fastness to Rubbing 

DIN EN ISO 105 X12:2002 Textiles 
- Tests for colour fastness - Part 
X12: Colour fastness to rubbing 

AS 2001.4.3:1995; Methods of Test 
for Textiles - Part 4.3: Colourfastness 

Tests - Determination of 
Colourfastness to Rubbing 

CAN/CGSB-4.2 No.22:2004; 
Textile Test Methods Colourfastness 

to Rubbing (Crocking) 
JIS L 0849:2004 Test Method for 

Colour Fastness to Rubbing 
GB/T 3920-1997 Test Method for 

Colour Fastness to Rubbing 
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32 

Colour 

Fastness to 

Rubbing 

0312 

ISO 105 X12:2001(2002) 

Textiles - Tests for Colour Fastness 

- Part X12: Colour Fastness to 

Rubbing AATCC 8-2004 

Colorfastness to Crocking: AATCC 

Crockmeter Method 

  

33 

Colour 

Fastness to 

Bleaching: 

Hypochlorite 

0312 

BS EN 20105 N01:1995; Textiles - 
Tests for Colour Fastness - Part 

N01: Colour Fastness to Bleaching: 
Hypochlorite ISO 105 N01:1993; 

Textiles - Tests for Colour Fastness 
- Part N01: Colour Fastness to 

Bleaching: Hypochlorite DIN EN 
20105 N01:1995; Textiles - Tests 
for Colour Fastness - Part N01: 
Colour Fastness to Bleaching: 

Hypochlorite EN 20105 N01:1995; 
Textiles - Tests for Colour Fastness 

- Part N01: Colour Fastness to 
Bleaching: Hypochlorite AATCC 

188:2003; Colorfastness to Sodium 
Hypochlorite Bleach in Home 
Laundering AS 2001.4.11:1982 

Colorfastness to Sodium 
Hypochlorite Bleach in Home 
Laundering GB/T 7069-1997 

Colorfastness to Sodium 
Hypochlorite Bleach in Home 

Laundering 

  

34 

Colorfastness 

to Non- 

Chlorine 

Bleach 

0312 
AATCC 172:2003 

Colorfastness to Non-Chlorine 
Bleach in Home Laundering 

  

3 Textile 

35 

Colour 

Fastness to 

Spotting: 

Acid 

0312 

ISO 105 E05:2006; Textiles - Tests 
for Colour Fastness - Part E05: 

Colour Fastness to Spotting: Acid 
BS EN ISO 105 E05:2006; Textiles 
- Tests for Colour Fastness - Part 
E05: Colour Fastness to Spotting: 
Acid DIN EN ISO 105 E05:2006; 
Textiles - Tests for Colour Fastness 

- Part E05: Colour Fastness to 
Spotting: Acid EN ISO 105 

E05:2006 Textiles - Tests for Colour 
Fastness - Part E05: Colour 
Fastness to Spotting: Acid 
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36 

Colour 

Fastness to 

Spotting: 

Alkali 

0312 

ISO 105 E06:2006 Textiles - Tests 

for Colour Fastness - Part E06: 

Colour Fastness to Spotting: Alkali 

BS EN ISO 105 E06:2006 

Textiles - Tests for Colour Fastness 

- Part E06: Colour Fastness to 

Spotting: Alkali DIN EN ISO 105 

E06:2006 Textiles - Tests for Colour 

Fastness - Part E06: Colour 

Fastness to Spotting: Alkali 

EN ISO 105 E06:2006 

Textiles - Tests for Colour Fastness 

- Part E06: Colour Fastness to 

Spotting: Alkali 

  

37 

Colour 

Fastness to 

Spotting: 

Water 

0312 

ISO 105 E07:1989 

Textiles - Tests for Colour Fastness 

- Part E07: Colour Fastness to 

Spotting: Water DIN EN ISO 105 

E07:1997 Textiles - Tests for Colour 

Fastness - Part E07: Colour 

Fastness to Spotting: Water EN ISO 

105 E07:1997 Textiles - Tests for 

Colour Fastness - Part E07: Colour 

Fastness to Spotting: Water AATCC 

104:2004 

Colorfastness to Water Spotting 

  

38 

resistance to 

saliva and 

perspiration 

0312 

DIN 53160-1:2002 

Determination of the colourfastness 

of articles in common use Part 2: 

Resistance to artificial saliva 

DIN 53160-2:2002 

Determination of the colourfastness 

of articles in common use Part 2: 

Resistance to artificial sweat 

  

39 

Color 

fastness to 

perspiration 

and Light 

0312 

JIS L0888:2005 

Test method for colour fastness to 

light and perspiration 

Accredited 

only for 

JIS 

L0888,met

hod B 

 

3 Textile 

40 Soil Release 0312 

AATCC 130:2000 

Soil Release: Oily Stain Release 

Method 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

1 
Compressive 

Strength 
0205 

GB/T17671-1999 

Method of testing 

cements--Determination of strength 

EN196-1 :2005 

Methods of testing cement 

–Part1:Determination of strength) 

ASTM C109/C109M-05 

Test Method for Compressive 

Strength of Hydraulic Cement 

Mortars (Using 2-in. or [50-mm] 

Cube Specimens) 

  

2 
Bending 

Strength 
0205 

GB/T17671-1999 

Method of testing 

cements--Determination of strength 

EN196-1 :2005 

Methods of testing cement 

–Part1:Determination of strength 

  

3 Setting time 0205 

GB/T1346-2001 

Test methods for water requirement 

of normal consistency,setting time 

and soundness of the portland 

cements 

EN196-3 :2005 

Methods of testing cement-Part3: 

Determination of setting time and 

soundness 

ASTM C191-04b 

Test Method for Time of Setting of 

Hydraulic Cement by Vicat Needle 

  

4 

Cement, clinker, 

blended 

materials 

4 Soundness 0205 

GB/T1346-2001 Test methods for 

water requirement of normal 

consistency,setting time and 

soundness of the portland cements 

GB/T750-1992 

Autoclave method for soundness of 

portland cement 

EN196-3 :2005 

Methods of testing cement-Part3: 

Determination of setting time and 

soundness 

ASTM C151-05 

Test Method for Autoclave 

Expansion of Hydraulic Cement 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

5 
Air content 

of mortar 
0205 

JC/T 601-1995 

Test Method for Air Content of 

Cement Mortar 

ASTM C185-02 

Test Method for Air Content of 

Hydraulic Cement Mortar 

  

6 Fineness 0205 

GB/T1345-2005 

The test sieving method for fineness 

of cement 

GB/T8074-2008 

Testing method for specific surface 

of cement--Blaine method 

EN196-6:2005 

Methods of testing 

cement-Part6:Determination of 

fineness 

ASTM C204-05 

Test Method for Fineness of 

Hydraulic Cement by Air 

Permeability Apparatus 

  

7 
Early 

stiffening 
0205 

JC/T602-1995 

Test Method for Early Stiffening of 

Cement(Paste Method) 

ASTM C451-05 

Test Method for Early Stiffening of 

Hydraulic Cement(Paste Method) 

  

8 
Heat of 

hydration 
0205 

GB/T12959-2008 

Test method for heat of hydration of 

cement 

EN196-8 :2005 

Methods of testing cement. Heat of 

hydration-Solution method 

ASTM C186-05 

Test Method for Heat of Hydration 

of Hydraulic Cement 

GB/T1295

9-2008 

Accredited 

only for 

Solution 

method 

 

4 

Cement, clinker, 

blended 

materials 

9 

Potential 

expansion of 

cement 

mortars 

exposed to 

sulfate 

0205 

GB/T749-2001 

Test method for potential expansion 

of portland cement mortars exposed 

to sulfate 

ASTM C452-06 

Test Method for Potential 

Expansion of Portland-Cement 

Mortars Exposed to Sulfate 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

10 
Flow of 

mortar 
0205 

GB/T2419-2005 Test method for 

fluidity of cement mortar 

ASTM C1437-01 

Test Method for Flow of Hydraulic 

Cement Mortar 

  

11 
Normal 

Consistency 
0205 

GB/T1346-2001 Test methods for 

water requirement of normal 

consistency,setting time and 

soundness of the portland cements 

EN196-3:2005 

Methods of testing cement-Part3: 

Determination of setting time and 

soundness ASTM C187-04 

Test Method for Normal 

Consistency of Hydraulic Cement 

  

12 Density 0205 

GB/T208-1994 Standard test 

method for cement density 

EN196-6:2005 Methods of testing 

cement-Part6:Determination of 

fineness ASTM C188-95(2003） 

Test Method for Density of 

Hydraulic Cement 

  

13 

Calcium 

oxide 

(CaO) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

14 

Silicon 

dioxide 

(SiO2) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

4 

Cement, clinker, 

blended 

materials 

15 

Aluminum 

Oxide 

(Al2O3) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 Methods of 

testing cement - Part 2: Chemical 

analysis of cement 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

16 
Ferric Oxide 

(Fe2O3) 
0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

17 

Magnesium 

Oxide 

(MgO) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

18 

Sulfur 

Trioxide 

(SO3) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

19 
Loss on 

Ignition 
0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

20 
Insoluble 

Residue 
0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

4 

Cement, clinker, 

blended 

materials 

21 

Equivalent 

alkalies 

(Na2O+ 

0.658K2O) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 

Test Methods for Chemical Analysis 

of Hydraulic Cement 

EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 
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Types of tests № 

Name of 
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of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

22 
Sulfide 

(S2-) 
0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

23 

Manganic 

oxide 

(MnO) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 Methods of 

testing cement - Part 2: Chemical 

analysis of cement 

  

24 

Free 

Calcium 

Oxide 

Content 

(f-CaO) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 451-1:2003 Method of 

testing fly ash-Determination of free 

calcium oxide content 

  

25 

Titanium 

dioxide 

(TiO2) 

0205 

GB/T 176-1996 Method for 

Chemical Analysis of Cement 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement 

  

26 

Phosphorus 

pentoxide 

(P2O5) 

0205 

ASTM C114-05 

Test Methods for Chemical Analysis 

of Hydraulic Cement 

  

27 
Chloride 

(Cl-) 
0205 

JC/T 420-1991 

Method for Chemical Analysis of 

raw material Cement 

ASTM C114-05 

Test Methods for Chemical Analysis 

of Hydraulic Cement 

EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 

  

4 

Cement, clinker, 

blended 

materials 

28 

Carbon 

dioxide 

(CO2) 

0205 

ASTM C114-05 Test Methods for 

Chemical Analysis of Hydraulic 

Cement EN 196-2:2005 

Methods of testing cement - Part 2: 

Chemical analysis of cement 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

29 

Water 

soluble 

chromium 

(VI) 

(Cr6+) 

0205 

EN196-10:2006 

Methods of testing cement - Part 10: 

Determination of the water-soluble 

chromium (VI) content of cement 

  

30 

Tricalcium 

Silicate 

(C3S) 

0205 

GB/T 21372-2008 Clinker of 

Portland Cement ASTM C150-07 

Standard specification of Portland 

cement 

  

31 

Dicalcium 

Silicate 

(C2S) 

0205 

GB/T 21372-2008 Clinker of 

Portland Cement ASTM C150-07 

Standard specification of Portland 

cement 

  

32 

Tricalcium 

Aluminate 

(C3A) 

0205 

GB/T 21372-2008 Clinker of 

Portland Cement ASTM C150-07 

Standard specification of Portland 

cement 

  

33 

Sum of 

tricalcium 

silicate and 

tricalcium 

aluminate    

(C3S+C3A) 

0205 

GB/T 21372-2008 

Clinker of Portland Cement 

ASTM C150-07 

Standard specification of Portland 

cement 

  

34 

Tetracalcium 

aluminoferrite 

(C4AF) 

0205 

ASTM C150-07 

Standard specification of Portland 

cement 

  

4 

Cement, clinker, 

blended 

materials 

35 
Moisture 

content 
0205 

BS EN15167-1:2006 Ground 

granulated blast furnace slag for use 

in concrete, mortar and grount－ 

part 1:definitions, specifications and 

conformity criteria 

(Annex A) 

  

1 LOI 0203 

YS/T575.21-2007 Methods for 

chemical analysis of 

bauxite-Determination of the loss 

on ignition- Gravimetric method 

  

5 Bauxite 

2 SiO2 0203 

YS/T575.3-2007 Methods for 

chemical analysis of bauxite- 

Determination of silicon dioxide 

content- Gravimetric-  

molybdenum blue photometric 

method 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

3 CaO 0203 

YS/T575.7-2007 Methods for 

chemical analysis of bauxite-- 

Determination of calcium oxide 

content-- Flame atomic absorption 

spectrophotometric method 

  

4 MgO 0203 

YS/T575.8-2007 

Methods for chemical analysis of 

bauxite--  Determination of 

magnesium oxide content-- Flame 

atomicabsorption 

spectrophotometric method 

  

5 Fe2O3 0203 

YS/T575.4-2007 Methods for 

chemical analysis of bauxite-- 

Determination of iron oxide 

content-- Dichromate titrimetric 

method 

  

6 Al2O3 0203 

YS/T575.1-2007 Methods for 

chemical analysis of bauxite-  

Determination of aluminium oxide 

content-- EDTA titrimetric method 

  

7 TiO2 0203 

YS/T575.6-2007 Methods for 

chemical analysis of 

bauxite--Determination of titanium 

dioxide 

content--Diantipyrylmethane 

photometric method 

  

5 Bauxite 

8 Moisture 0203 

YS/T575.24-2007 

Methods for chemical analysis of 

bauxite Part 22:Determination of 

hydroscopic moisture on 

gravimetric method 

  

6 Nickel 1 
Nickel 

content 
0203 

GB/T 15923-1995 

Method for chemicalanalysis of 

nickel ores--Determination of nickel 

content--Flame atomic absorption 

spectrometric method 

  

7 Iron ores 1 
Total iron 

content 
0203 

GB/T 6730.5-1986 Methods for 

chemical analysis of iron ores--The 

titanium chloride-potassium 

dichromate volumetric method for 

the determination of total iron 

content 
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Name of 
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of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

2 
phosphorus 

content 
0203 

GB/T 6730.19-1986 Methods for 

chemical analysis of iron ores--The 

bismuth phosphomolybdate blue 

photometric method for the 

determination of phosphorus 

content 

  

3 
sodium 

content 
0203 

GB/T 6730.49-1986 Methods for 

chemical analysis of iron ores--The 

flame atomic absorbtion 

spectrophotometric method for the 

determination of sodium and 

potassium content 

  

4 
potassium 

content 
0203 

GB/T 6730.49-1986 Methods for 

chemical analysis of iron ores--The 

flame atomic absorbtion 

spectrophotometric method for the 

determination of sodium and 

potassium content 

  

5 
cobalt 

content 
0203 

GB/T 6730.52-2004 Methods for 

chemical analysis of iron ores—The 

nitroso R salt photometric method 

for the determination of cobalt 

content 

  

6 SiO2 0203 

GB/T 6730.10-1986 Methods for 

chemical analysis of iron ores--The 

gralimetric method for the 

determination of silicon content 

  

7 CaO 0203 

GB/T 6730.14-1986 Methods for 

chemical analysis of iron ores--The 

flame atomic absorption 

spectrophotometric method for the 

determination of calcium and 

magnesium content 

  

8 MgO 0203 

GB/T 6730.14-1986 Methods for 

chemical analysis of iron ores--The 

flame atomic absorption 

spectrophotometric method for the 

determination of calcium and 

magnesium content 

  

7 Iron ores 

9 
Moisture 

content 
0203 

GB/T 10322.5-2000 Iron 

ores--Determination of moisture 

content of a consignment 
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Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

1 
Total 

nitrogen 
0232 

GB/T2441.1-2001 

Urea and its 

determination-Determination of 

total nitrogen content 

AOAC 955.04(1995) Nitrogen 

(total) in fertilizers 

  

2 Biuret 0232 

GB/T2441.2-2001 Urea and its 

determination- Determination of 

biuret content Spectrophotometric 

method 

AOAC 980.04(1995) Biuret in 

fertilizers Spectrophotometric 

method 

  

3 
Water 

content 
0232 

GB/T2441.3-2001 

UreDetermination of water content 

–Karl Fischer method 

  

4 Iron content 0232 

GB/T2441.4-2001 Urea and its 

determination- Determination of 

iron content 

  

5 Alkalinity 0232 

GB/T2441.5-2001 Urea and its 

determination- Determination of 

alkalinity content 

  

6 

Water 

insolution 

matter 

0232 

GB/T2441.6-2001 

Urea and its 

determination-Determination of 

water insolution matter content 

  

7 Particle 0232 

GB/T2441.7-2001 Urea and its 

determination-Determination of 

particle size 

  

8 
Suiphate 

content 
0232 

GB/T2441.8-2001 Urea and its 

determination-Determination of 

suiphate content 

  

9 
Methylenedi

urea content 
0232 

GB/T2441.9-2001 

Urea and its 

determination-Determination of 

methylenediurea content 

  

8 Urea 

10 Ash 0232 

GB/T2440-2001 

Annex-A Urea for industrial use- 

Determination of ash 

  

9 
Monoammonium 

phosphate 
1 Appearance 0232 

GB 10205-2001 Monoammonium 

phosphate and diammonium 

phosphate 
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Types of tests № 

Name of 
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of materials № Name 

Code 

of 

field 

Name， Code of Specification, 

Standard or method used 

Restriction 

or 

limitation 

Note 

2 
Total 

nitrogen 
0232 

GB/T 10209.1-2001 Determination 

of total nitrogen content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 955.04(1995) Nitrogen 

(total) in fertilizers 

  

3 
Phosphorus 

(available) 
0232 

GB/T 10209.2-2001 Determination 

of available phosphous content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 960.02(1995); Phosphorus 

(available) in Fertilizers 

AOAC 993:31(2005) Phosphorus 

(available) in Fertilizers 

  

4 

Phosphorus 

(Water-Solu

ble) 

0232 

GB/T 10209.2-2001 

Determination of available 

phosphous content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 977.01(1995) 

Phosphorus (Water-Soluble) in 

Fertilizers 

  

5 
Water 

content 
0232 

GB/T 10209.3-2001 Determination 

of water content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 972.01(1995) Water (free) in 

Fertilizers 

  

9 
Monoammonium 

phosphate 

6 Particle 0232 

GB/T 10209.4-2001 

Determination of particle size for 

Monoammonium phosphate and 

diammonium phosphate 

  

1 Appearance 0232 

GB 10205-2001 Monoammonium 

phosphate and diammonium 

phosphate 

  

10 
Diammonium 

phosphate 

2 
Total 

nitrogen 
0232 

GB/T 10209.1-2001 

Determination of total nitrogen 

content for Monoammonium 

phosphate and diammonium 

phosphate 

AOAC 955.04(1995) Nitrogen 

(total) in fertilizers 
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of 
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or 

limitation 

Note 

3 
Phosphorus 

(available) 
0232 

GB/T 10209.2-2001 Determination 

of available phosphous content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 960.02(1995); Phosphorus 

(available) in Fertilizers 

AOAC 993:31(2005) Phosphorus 

(available) in Fertilizers 

  

4 

Phosphorus 

(Water-Solu

ble) 

0232 

GB/T 10209.2-2001 Determination 

of available phosphous content for 

Monoammonium phosphate and 

diammonium phosphate 

AOAC 977.01(1995) Phosphorus 

(Water-Soluble) in Fertilizers 

  

5 
Water 

content 
0232 

GB/T 10209.3-2001 Determination 
of water content for 

Monoammonium phosphate and 
diammonium phosphate 

AOAC 972.01(1995) Water (free) in 
Fertilizers 

  

10 
Diammonium 

phosphate 

6 Particle 0232 

GB/T 10209.4-2001 Determination 
of particle size for Monoammonium 

phosphate and diammonium 
phosphate 

  

1 pH 0323 
JB/T7984.1—1999 Abrasive 

grains-Chemical analysis of pH 
  

2 Density 0323 
JB/T7984.3—2001 Abrasive 

grains-Determination of density 
  

3 Macrogrits 0323 

JB/T7984.2—1999 Conventional 

abrasive-Determination of bulk 

density of macrogrits 

  

4 Grain size 0323 

GB/T2481—1998 Bonded 

abrasives--Determination and 

designation of grain size 

distribution GB/T9258.2—2000 

Coated abrasives-Grain size 

analysis 

  

5 SiC 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 

  

11 Abrasive grains 

6 SiO2 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 
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or 
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7 CaO 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 

  

8 MgO 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 

  

9 Al2O3 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 

  

11 Abrasive grains 

10 Fe2O3 0323 

GB/T3045—2003 Abrasive 

grains-Chemical analysis of silicon 

carbide 

  

1 
Plating 

thickness 
0355 

ISO 3497-2000 

Metallic coatings -Measurement of 

coating thickness - X-ray 

spectrometric methods 

  

BS EN 12472:2006 

DINEN 12472:2006 

EN 12472:2005 

Method for the Simulation of Wear 

and Corrosion for the Detection of 

Nickel Release from Coated Items 

  

2 
Nickel 

release test 
0202 

EN1811-1999 DINEN 1811:1999 
EN 1811:1998 

Reference Test Method for Release 
of Nickel from Products Intended to 

Come into Direct and Prolonged 
Contact with the Skin Ratified 

European Text 

  

CPSC Standard Operating 

Procedure for Determining 

Lead(Pb) and Its Availability in 

Children’s Metal Jewelry 2/3/2005 

  

Canada Product Safety Bureau Reference 
Maunual  Book 5-Laboratory Policies 
and Procedures Part B: Test Methods 
Section, Methods Section ,Method  

C-02.4-2001 Determination of Total Lead 
in Metallic Consumer Products 

  

12 Fashion jewelry 

3 Lead content 0202 

Canada Product Safety Laboratory 
Reference Maunual Book 5-Laboratory 

Policies and Procedures Part B: Test 
Methods Section,Method C-08-2000  
Determination of Leachable Lead in 

Metallic Consumer Products Which Pose 
a Hazard from Ingestion 
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中 国 合 格 评 定 国 家中 国 合 格 评 定 国 家中 国 合 格 评 定 国 家中 国 合 格 评 定 国 家 认 可 委 员 会认 可 委 员 会认 可 委 员 会认 可 委 员 会     

实实实实    验验验验    室室室室    认认认认    可可可可    证证证证    书书书书    附附附附    件件件件    

    ((((No.    CNAS L0604))))    

名称：通标标准技术服务有限公司青岛分公司检测中心 

地址：山东省青岛市株州路 143 号通标中心 

签发日期：2008 年 07 月 10 日         有效期至：2011 年 07 月 09

日 

附件 2 认可的授权签字人及其授权签字领域 
序号序号序号序号    姓姓姓姓        名名名名    授权签字领域授权签字领域授权签字领域授权签字领域    备备备备        注注注注    

1 周  吉 农产品检测项目     

2 戴建华 食品检测项目     

3 秦泗霞 纺织品检测项目     

4 胡  杰 纺织品检测项目     

5 刘金武 纺织品检测项目     

6 黄传利 纺织品检测项目     

7 宋月娟 纺织品检测项目     
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8 陈胜孔 

水泥/水泥熟料及原材料、铝土矿、镍矿石、铁矿石、尿

素、磷酸一铵、磷酸二铵、磨料检测项目 

    

9 许献季 

水泥/水泥熟料及原材料、铝土矿、镍矿石、铁矿石、尿

素、磷酸一铵、磷酸二铵、磨料检测项目 

    

10 延新刚 

水泥/水泥熟料及原材料、铝土矿、镍矿石、铁矿石、尿

素、磷酸一铵、磷酸二铵、磨料检测项目 

    

11 王  渤 仿真首饰检测项目     
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CHINA NATIONAL ACCREDITATION SERVICE FOR CONFORMITY ASSESSMENT 

APPENDIX OF LABORATORY ACCREDITATION CERTIFICATE 

((((No.    CNAS L0604)))) 

NAME:NAME:NAME:NAME:    SGSSGSSGSSGS----CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. 

Qingdao Branch Testing CenterQingdao Branch Testing CenterQingdao Branch Testing CenterQingdao Branch Testing Center    

ADDRESSADDRESSADDRESSADDRESS：：：：SGS Center, No.143, Zhuzhou Road, Qingdao, SGS Center, No.143, Zhuzhou Road, Qingdao, SGS Center, No.143, Zhuzhou Road, Qingdao, SGS Center, No.143, Zhuzhou Road, Qingdao, 

Shandong, ChinaShandong, ChinaShandong, ChinaShandong, China    
Date of issue: 2008-07-10                             Date of expiry: 2011-07-09 

APPENDIXAPPENDIXAPPENDIXAPPENDIX2222            LIST OF ACCREDITED LIST OF ACCREDITED LIST OF ACCREDITED LIST OF ACCREDITED SIGNATORY ANDSIGNATORY ANDSIGNATORY ANDSIGNATORY AND    

SCOPESCOPESCOPESCOPE 
№ Name  Authorized field of signature Note 

1 Tack Zhou Agricultural product items  

2 Daisy Dai Food product items  

3 Ivy Qin Textile product items  

4 Hoojee Hu Textile product items  

5 Mike Liu Textile product items  

6 Vicly Huang Textile product items  

7 Roland Song Textile product items  

8 Gerorge Chen 

Cement/Clinker/Addition of cement, Bauxite, Nickel ores, Iron ores, Urea, 

Monoammonium phosphate, Diammonium phosphate, Abrasive grains 

product items 
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№ Name  Authorized field of signature Note 

9 Xury Xu 

Cement/Clinker/Addition of cement, Bauxite, Nickel ores, Iron ores, Urea, 

Monoammonium phosphate, Diammonium phosphate, Abrasive grains 

product items 
 

10 Polo Yan 

Cement/Clinker/Addition of cement, Bauxite, Nickel ores, Iron ores, Urea, 

Monoammonium phosphate, Diammonium phosphate, Abrasive grains 

items 
 

11 Claire Wang Fashion jewelry items  
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中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会     

实实实实    验验验验    室室室室    认认认认    可可可可    证证证证    书书书书    附附附附    件件件件    

    ((((No.    CNAS L0604))))    

名称：通标标准技术服务有限公司青岛分公司检测中心 

地址：山东省青岛市开发区油港 3 路 1 号 

签发日期：2008 年 07 月 10 日         有效期至：2011 年 07 月 09

日 

附件 1-1  认可的检测能力范围 

项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及 

编号（含年号） 

限制 

范围 

说
明 

ASTM D1298-99(2005) 

石油和液体石油产品密度的测定
(密度计法) 

 

 

1 密度 
0209

.02 GB/T 1884-2000 

原油和液体石油产品密度实验室
测定法（密度计法） 

 

 

ASTM D482-07 

石油产品灰分的测定  

 
 

2 灰分 
0209

.02 GB/T 508-1985(1991) 

石油产品灰分测定法 

 
 

ASTM D189-06∈1 

石油产品残炭的测定(康氏法) 

 
 

1 石油产品 

3 残炭 
0209

.02 GB/T 268-1987 

石油产品残炭测定法(康氏法) 
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及 

编号（含年号） 

限制 

范围 

说
明 

4 密度 
0209

.02 

ASTM D4052-96 

(2002)∈1 

液体石油密度的测定(数显密度计
法) 

 

 

ASTM D86-07b 

石油产品馏程的测定      

 
 

5 馏程 
0209

.02 GB/T 6536-1997 

石油产品蒸馏测定法 

 
 

ASTM D93-07 

石油产品闪点的测定(闭口杯法) 

 
 

6 闪点 
0209

.02 GB/T 261-1983(1991) 

石油产品闪点测定法 

 
 

ASTM D445-06 

石油产品运动粘度的测定 

 
 

7 运动粘度 
0209

.02 
GB/T 265-1988 

石油产品运动粘度测定法和动力
粘度计算法 

 

 

ASTM D473-07 

原油和燃料油中沉淀物的测定(抽
提法) 

 

 

8 沉淀物 
0209

.02 GB/T 6531-1986(1991) 

原油和燃料油中沉淀物测定法(抽
提法) 

 

 

ASTM D95-05∈1 

石油产品水分测定(蒸馏法) 

 
 

9 水分 
0209

.02 GB/T260-1977 (1988) 

石油产品水分测定法 

 
 

1 石油产品 

10 倾点 
0209

.02 

ASTM D97-07 

石油产品倾点测定 

 
 

1 酸洗颜色 
0212

.02 

ASTM D848-03 

工业芳香烃酸洗颜色的标准测试
方法 

 

 

2 酸度 
0212

.02 

ASTM D1613-06 

挥发性溶剂和用于漆类化工中间
体及相关产品的酸度的标准测试

方法 

 

 

3 颜色 
0212

.02 

ASTM D1209-05 

清澈液体颜色的标准测试方法 

(铂- 钴色度) 

 

 

2 化工产品 

4 馏程 
0212

.02 

ASTM D850-03 

工业芳香烃及相关原料的馏程的
标准测试方法   
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项目/参数 序
号 

产品/ 

产品类别 序号 名称 

领域 

代码 

检测标准（方法）名称及 

编号（含年号） 

限制 

范围 

说
明 

5 馏程 
0212

.02 

ASTM D1078-05 

挥发性有机液体馏程的标准测试
方法 

 

 

6 铁含量 
0212

.02 

ASTM E394-00(2004) 

邻菲咯啉法测铁含量的标准测试
方法 

 

 

7 不挥发物 
0212

.02 

ASTM D2109-01(2006) 

卤代有机物及其混合物中不挥发
物的标准测试方法 

 

 

8 
高锰酸钾
氧化时间 

0212

.02 

ASTM D1363-06 

甲醇和丙酮高锰酸钾氧化时间的
标准测试方法 

 

 

9 pH值 
0212

.02 

ASTM E70-07 

用玻璃电极测定水溶液 pH 值的标
准测试方法 

 

 2 化工产品 

10 水分含量 
0212

.02 

ASTM E1064-05 

库仑卡尔菲休法测有机溶液中水
分含量的标准测试方法 
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CHINA NATIONAL ACCREDITATION SERVICE FOR CONFORMITY ASSESSMENT 

APPENDIX OF LABORATORY ACCREDITATION CERTIFICATE 

((((No.    CNAS L0604)))) 

NAME: NAME: NAME: NAME: SGSSGSSGSSGS----CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. 

Qingdao Branch Testing CQingdao Branch Testing CQingdao Branch Testing CQingdao Branch Testing Centerenterenterenter    

ADDRESSADDRESSADDRESSADDRESS：：：：No.1,No.1,No.1,No.1,You Gang 3You Gang 3You Gang 3You Gang 3 Road,  Road,  Road,  Road, Huangdao developing Zone, Huangdao developing Zone, Huangdao developing Zone, Huangdao developing Zone, 

QingdaoQingdaoQingdaoQingdao, Shandong, China, Shandong, China, Shandong, China, Shandong, China    
Date of issue: 2008-07-10                             Date of expiry: 2011-07-09 

APPENDIXAPPENDIXAPPENDIXAPPENDIX1111----1111            LIST OF ACCREDITED TESTING SCOPELIST OF ACCREDITED TESTING SCOPELIST OF ACCREDITED TESTING SCOPELIST OF ACCREDITED TESTING SCOPE    
Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field  

Name， Code of Specification, 

Standard or method used 

Restriction 

or  

limitation  

Note 

ASTM D1298-99(2005)Standard 

Test Method for Density of Crude 

Petroleum And Liquid Petroleum 

Products By Hydrometer Method 

 

 

1 Density 
0209.

02 GB/T 1884-2000 

Test Method for Density of Crude 

Petroleum And Liquid Petroleum 

Products By Hydrometer Method 

 

 

ASTM D482-07 

Standard Test Method for Ash from 

Petroleum Products 

 

 

1 Petroleum 

2 Ash 
0209.

02 GB/T 508-1985(1991)Standard Test 

Method for Test Method for Ash 

from Petroleum Products 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field  

Name， Code of Specification, 

Standard or method used 

Restriction 

or  

limitation  

Note 

3 

Conradson 

Carbon 

Residue 

0209.

02 

ASTM D189-06∈1 

Standard Test Method for 

Conradson Carbon Residue Of 

Petroleum Products 

 

 

3 

Conradson 

Carbon 

Residue 

0209.

02 

GB/T 268-1987 Standard Test 

Method for Carbon Residue of 

Petroleum Products（Conradson 

Method） 

 

 

4 

Density And 

Relative 

Density 

0209.

02 

ASTM D4052-96(2002)∈1 

Standard Test Method for Density 

And Relative Density Of Liquids 

By Digital Density Meter 

 

 

ASTM D86-07b Standard Test 

Method for Distillation Of 

Petroleum Products At Atmospheric 

Pressure   

 

 

5 Distillation 
0209.

02 
GB/T 6536-1997 Standard Test 

Method for Distillation Test 

Method of Petroleum Products 

 

 

ASTM D93-07 Standard Test 

Method for Flash-Point By 

Pensky-Martens Closed Cup Tester 

 

 

6 Flash-Point 
0209.

02 GB/T 261-1983(1991) 

The Flash-Point Test Method of 

Petroleum Products 

 

 

ASTM D445-06 Standard Test 

Method for Kinematic Viscosity of 

Transparent and Opaque Liquids  

 

 

7 
Kinematic 

Viscosity 

0209.

02 
GB/T 265-1988 Test Method for 

Kinematic Viscosity and The 

Calculation of Dynamic Viscosity 

of Petroleum Product 

 

 

ASTM D473-07  
Standard Test Method for Sediment 
In Crude Oils and Fuel Oils By The 

Extraction Method    

 

 

1 Petroleum 

8 Sediment 
0209.

02 GB/T 6531-1986(1991) 
Standard Test Method for Sediment 
In Crude Oils and Fuel Oils By The 

Extraction Method 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field  

Name， Code of Specification, 

Standard or method used 

Restriction 

or  

limitation  

Note 

ASTM D95-05∈1 

Standard Test Method for Water In 

Petroleum Products and Bituminous 

Materials By Distillation 

 

 

9 Water 
0209.

02 
GB/T260-1977 (1988) 

Standard Test Method for Water In 

Petroleum Products By Distillation 

 

 

1 Petroleum 10 Pour Point 
0209.

02 

ASTM D97-07 

Standard Test Method for Pour 

Point of Petroleum Products  

 

 

1 
Acid Wash 

Color 

0212.

02 

ASTM D848-03 

Standard Test Method for Acid 

Wash Color of Industrial Aromatic 

Hydrocarbons 

 

 

2 Acidity 
0212.

02 

ASTM D1613-06 

Standard Test Method for Acidity In 

Volatile Solvents and Chemical 

Intermediates  

 

 

3 Color 
0212.

02 

ASTM D1209-05 

Standard Test Method for Color Of 

Clear Liquids (Pt-Co Scale) 

 

 

4 Distillation 
0212.

02 

ASTM D850-03 

Standard Test Method for 

Distillation Of Industrial Aromatic 

Hydrocarbons And Related 

Materials 

 

 

5 
Distillation 

Rang 

0212.

02 

ASTM D1078-05 

Standard Test Method for 

Distillation Rang Of Volatile 

Organic Liquids 

 

 

6 Iron Content 
0212.

02 

ASTM E394-00(2004) 

Standard Test Method for Iron 

Content Using 1,10 Phenanthroline 

 

 

7 
Nonvolatile 

Matter 

0212.

02 

ASTM D2109-01(2006) 

Standard Test Method for 

Nonvolatile Matter In Halogenated 

Organic Solvents And Their 

Admixtures 

 

 

2 Chemical 

8 
Permanganate 

Time 

0212.

02 

ASTM D1363-06 

Standard Test Method for 

Permanganate Time Of Acetone 

And Methanol 
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Items, Parameter, 

Types of tests № 

Name of 

Products，Type 

of materials № Name 

Code 

of 

field  

Name， Code of Specification, 

Standard or method used 

Restriction 

or  

limitation  

Note 

9 pH 
0212.

02 

ASTM E70-07 Standard Test 

Method for pH Of Aqueous 

Solutions With The Glass Electrode 

 

 

10 Water 
0212.

02 

ASTM E1064-05 

Standard Test Method for Water In 

Organic Liquids By Coulometric 

Karl Fischer Titration  
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中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会中 国 合 格 评 定 国 家 认 可 委 员 会     

实实实实    验验验验    室室室室    认认认认    可可可可    证证证证    书书书书    附附附附    件件件件    

 ( ( ( (No.    CNAS L0604))))    

名称：通标标准技术服务有限公司青岛分公司检测中心 

地址：山东省青岛市开发区油港 3 路 1 号 

签发日期：2008 年 07 月 10 日         有效期至：2011 年 07 月 09

日 

附件 2 认可的授权签字人及其授权签字领域 
序号序号序号序号    姓姓姓姓        名名名名    授权签字领域授权签字领域授权签字领域授权签字领域    备备备备        注注注注    

1 仲崇东 全部检测项目     

2 冯红伟 全部检测项目     
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CHINA NATIONAL ACCREDITATION SERVICE FOR CONFORMITY ASSESSMENT 

APPENDIX OF LABORATORY ACCREDITATION CERTIFICATE 

((((No.    CNAS L0604)))) 

NAME: NAME: NAME: NAME: SGSSGSSGSSGS----CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. CSTC Standards Technical Services Co.,Ltd. 

Qingdao Branch Testing CenterQingdao Branch Testing CenterQingdao Branch Testing CenterQingdao Branch Testing Center    

ADDRESSADDRESSADDRESSADDRESS：：：：No.1,No.1,No.1,No.1,You Gang 3You Gang 3You Gang 3You Gang 3 Road,  Road,  Road,  Road, Huangdao developing Zone, Huangdao developing Zone, Huangdao developing Zone, Huangdao developing Zone, 

QingdaoQingdaoQingdaoQingdao, Shandong, Ch, Shandong, Ch, Shandong, Ch, Shandong, Chinainainaina    
Date of issue: 2008-07-10                             Date of expiry: 2011-07-09 

APPENDIXAPPENDIXAPPENDIXAPPENDIX2222            LIST OF ACCREDITED LIST OF ACCREDITED LIST OF ACCREDITED LIST OF ACCREDITED SIGNATORY ANDSIGNATORY ANDSIGNATORY ANDSIGNATORY AND    

SCOPESCOPESCOPESCOPE 
№ Name  Authorized field of signature Note 

1 Allan Zhong Accredited testing items  

2 Spooner Feng Accredited testing items  

 

 


